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Air Quality Monitoring 

iii. 1-hour Total Suspended Particulates (TSP) monitoring was conducted at eight monitoring stations. 

The sampling frequency is 3 times in every 6 days in the reporting month. 

iv. No project related action or limit level exceedance was recorded in this reporting period. 

 

Noise Monitoring 

v. Noise monitoring was conducted at five noise monitoring stations once per week in the reporting 

month. 

vi. No project related action or limit level exceedance was recorded in this reporting period.  

 

Water Quality Monitoring 

vii. Water quality monitoring was conducted at four monitoring stations three days per week in the 

reporting month. 

viii. No water samples can be collected at Stations AC1, AC3 and E during this reporting period as the 

stations were dried out during the monitoring. 

ix. Due to nearby construction works, Station I was temporarily inaccessible until 25 February 2024. 

x. 3 limit level exceedances were recorded in this reporting period. 

 

Site Inspections and Audit 

xi. The Environmental Team (ET) conducted weekly site inspections during February 2024. No 

non-compliance was found during the site inspection while reminders and observations on 

environmental measures were recommended and recorded. Details can be referred to Section 7. 

xii. The Environmental Team (ET) conducted biweekly landscape site inspections February 2024. No 

non-compliance was found during the site inspection while reminders and observation on 

environmental measures were recommended and recorded. Details can be referred to Section 7. 

xiii. The Environmental Team (ET) conducted monthly ecological monitoring once in February 2024. No 

non-compliance was found during the site inspection while reminders and observation on 

environmental measures were recommended and recorded. Details can be referred to Section 7. 

 

Complaints, Notifications of Summons and Successful Prosecutions 

xiv. 1 documented environmental complaint was received by the ET. The investigation summary for all 

the complaint cases were reported in the Complaint Log in in Appendix 8.1. 

 

Reporting Changes 

xv. There are no changes to be reported.  
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Future Key Issues 

xvi. In coming reporting 2 months, the scheduled construction activities and the recommended 

mitigation measures are listed in Table 9.1. 
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2      Project Background 

2.1 Background 

2.1.1. The Development of Anderson Road Quarry (ARQ) Site is to provide land and the associated 

infrastructures for the proposed land uses at the existing ARQ site at the north-eastern of East 

Kowloon. 

2.1.2. In addition to the site formation and infrastructure works within the ARQ site, a new bus-to-bus 

interchange (BBI) at the toll plaza of Tseung Kwan O Tunnel and a series of associated off-site 

road improvement works and pedestrian connectivity facilities are also proposed to mitigate the 

potential cumulative traffic impact arising from the proposed ARQ development. 

2.1.3. The Project under Environmental Permit (EP) (EP No. EP-513/2016) is intended for three 

associated off-site road improvement works which comprises: (i) improvement of junction of (J/O) 

Lin Tak Road / Sau Mau Ping Road (RIW3) (ii) widening and improvement of sections of Clear 

Water Bay Road and On Sau Road (RIW2); and (iii) widening and improvement of sections of 

New Clear Water Bay Road and Shun Lee Tsuen Road (RIW1). The location of the Project is 

shown Figure 2.1. 

 

2.2 Scope of the Project and Site Description 

2.2.1. The project contains various Schedule 2 Designated Projects (DPs) that, under the EIAO, 

require EPs to be granted by the DEP before they may be either constructed or operated. Table 

2.1 summarises the DPs under this Project.  

Table 2.1  Schedule 2 Designated Projects under this Project 

Item Designated Project  EIAO Reference  

DP2  A road which is an expressway, trunk road, primary distributor 
road or district distributor road including new roads, and major 
extensions or improvements to existing road 

Schedule 2, Part I, 
A.1  

 

2.3 Project Organization and Contact Personnel 

2.3.1 Civil Engineering and Development Department is the overall project controllers for the Project. 

For the construction phase of the Project, Project Engineer, Contractor(s), Environmental Team 

and Independent Environmental Checker are appointed to manage and control environmental 

issues. 

2.3.2 The proposed project organization and lines of communication with respect to environmental 

protection works are shown in Figure 2.2. Key personnel and contact particulars are 

summarized in Table 2.2: 

 

../Attachment/Figure%202.1%20Location%20Plan.pdf
../Attachment/Figure%202.2%20Project%20Orgchart.pdf
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3      Status of Regulatory Compliance 

3.1 Status of Environmental Licensing and Permitting under the Project 

3.1.1. A summary of the current status on licences and/or permits on environmental protection 

pertinent to the Project is shown in Table 3.1. 

Table 3.1 Summary of the current status on licences and/or permits on environmental 

protection pertinent to the Project 

Permits and/or Licences Permit. No. / 
Account No. 

Valid From Expiry Date Status 

Notification pursuant to Air Pollution 
Control (Construction Dust) Regulation 

Form NA submitted to EPD on 29 May 2018. 

Environmental Permit EP-513/2016 21 Jul 2016 N/A Valid 

Billing Account for Disposal 

Billing Account for Disposal of 
Construction Waste 7031075 20 Jul 2018 End of the Project Valid 

Chemical Waste Registration 

Registration as a Waste Producer for 
Sau Mau Ping Road to Lin Tak Road 5213-294-C4239-04 6 Aug 2018 N/A Valid 

Registration as a Waste Producer for 
Sau Mau Ping Area between Him Tat 
House and Sau Mau Ping Salt Water 
Service Reservoir 

5213-293-C4239-05 6 Aug 2018 N/A Valid 

Registration as a Waste Producer for 
New Clear Water Bay Road (Start from 
46 Clear Water Bay Road, End at Shun 
Lee Tsuen Road and San Lee Street 

5213-291-C4239-02 13 Aug 2018 N/A Valid 

Registration as a Waste Producer for 
South Part of Hiu Ming Street 
Playground 

5213-294-C4239-03 6 Aug 2018 N/A Valid 

Registration as a Waste Producer for 
Clear Water Bay Road and New Clear 
Water Bay Road (From the intersection 
of Fei Ngo Shan Road to Tai Pan Court) 
and on Sau Road (From the intersection 
of New Clear Water Bay Road to 9 
Anderson Road 

5213-831-C4239-08 6 Aug 2018 N/A Valid 

Registration as a Waste Producer for 
Sau Mau Ping Area Between Anderson 
Road and On Sau Road, next to Oi Tat 
House 

5213-292-C4239-06 6 Aug 2018 N/A Valid 

Water Discharge Licence 

Water Pollution Ordinance Licence for 
intersection of Fei Ngo Shan Road to Tai 
Pan Court and on Sau Road (From the 
intersection of New Clear Water Bay 
Road to 9 Anderson Road 

WT00033299-2019 22 Jul 2021 31 Mar 2024 Valid 
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Permits and/or Licences Permit. No. / 
Account No. 

Valid From Expiry Date Status 

Water Pollution Ordinance Licence for 
Sau Mau Ping area between Him Tat 
House and Sau Mau Ping Salt Water 
service Reservoir 

WT00033229-2019 24 Jun 2019 30 Jun 2024 Valid 

Water Pollution Ordinance Licence for 
Lin Tak Road to Sau Mau Ping Road 
including Tseung Kwan O Tunnel Toll 
Plaza 

WT10002261-2023 31 Jan 2024 31 Jan 2029 Valid 

Construction Noise Permit 

CNP for a section of New Clear Water 
Bay Road in Area RIW1 for Pumping GW-RE1512-23 6-Dec-23 5-Apr-24 Valid 

 

3.2 Status of Submission under the EP-513/2016 

3.2.1. A summary of the current status on submission under EP-513/2016 is shown in Table 3.2. 

Table 3.2 Summary of submission status under EP-513/2016 

EP Condition Submission Date of Submission 

Condition 1.12 Notification of Commencement Date of Works 24 September 2018 

Condition 2.10 Management Organization of Main Construction Companies 27 September 2018 

Condition 2.11 Submission of Design Drawing(s) of the Project 28 September 2018 

Condition 2.12 Submission of Landscape and Visual Mitigation Plan(s) 28 September 2018 

Condition 2.14 (a) 
and 2.15 

Submission of Detailed Vegetation Survey Report  

(2nd submission) 

7 December 2018 

Condition 2.14 (b) 
and 2.15 

Submission of Transplantation Proposal 7 December 2018 

Condition 3.3 Submission of Baseline Environmental Monitoring Report 

(2nd submission) 

18 December 2018 

Condition 2.14 (c) Transplantation Completion Report 3 May 2019 

Condition 3.4 Monthly EM&A Report (December 2023) 15 January 2024 

Condition 2.14(d) Post-Transplantation Monitoring Report  6 April 2022 

  



../Attachment/Figure%204.1%20Location%20of%20NM1.pdf


../Attachment/App%204.2%20Calibration%20Certificates.pdf
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EVENT AND ACTION PLAN 

4.1.10. Noise Standards for Daytime Construction Activities are specified under EIAO-TM. The Action 

and Limit levels for construction noise are defined in Table 4.3 and Appendix 4.1. Should 

non-compliance of the criteria occurs, action in accordance with the Event and Action Plan in 

Appendix 6.1 shall be carried out. 

 

Table 4.3 Action and Limit Level for Noise Monitoring 

Monitoring 
Station Action Level 

Limit Level (dB(A)) 

0700-1900 hrs on 
normal weekdays 

0700-2300 hrs on 
holidays (including 

Sundays); and 
1900-2300 hrs on all 

days 2 

2300-0700 
hrs of all 

days 2 

NMC01 
When one 

documented 
complaint is 

received 

65 / 70 1 

60 / 65 / 70 3 45 / 50 / 55 3 

NMC02 75 
NMC03 75 
NMC04 75 
NMC05 75 

Remark 1: Limit level of NMC01 - Kei Shun Special School reduce to 65 dB (A) during examination periods if any. 

Remark 2: Construction noise during restricted hours is under the control of Noise Control Ordinance Limit Level to 

be selected based on Area Sensitivity Rating. 

Remark 3: Limit Level for restricted hour monitoring shall act as reference level only. Investigation would be 

conducted on CNP compliance if exceedance recorded during restricted hour noise monitoring period. 

 

4.2 Air Monitoring 

AIR QUALITY MONITORING STATIONS 

4.2.1. The air monitoring stations for the Project are listed and shown in Table 4.4 and Figure 4.3 & 

4.4.  

Table 4.4 Air Monitoring Station 

Monitoring Station ID Monitoring Location Level (in terms of no. of 
floor) 

NCWBR_AMS-1 Shun Lee Fire Station 2/F Roof 

NCWBR_AMS-2 Shun Lee Estate Lee Hang House G/F 

NCWBR_AMS-3 Shun Lee Disciplined Services Quarters (Block 6) 4/F podium 
NCWBR_AMS-4 Sienna Garden G/F 
NCWBR_AMS-5 Shun Chi Court Shun Fung House Roof 

LTR_AMS-1 St Edward's Catholic Primary School G/F 

LTR_AMS-2 Environmental Protection Department's Restored 
Landfill Site Office G/F 

LTR_AMS-3 Po Tat Estate Tat Kai House 3/F podium 
 

AIR MONITORING PARAMETERS, FREQUENCY AND DURATION 

4.2.2. One-hour TSP levels should be measured to indicate the impacts of construction dust on air 

quality.  

../Attachment/App%204.1%20Action%20and%20Limit%20Level.pdf
../Attachment/App%206.1%20Event%20and%20Action%20Plan.pdf
../Attachment/Figure%204.3%20Location%20of%20AQM1.pdf
../Attachment/Figure%204.4%20Location%20of%20AQM2.pdf
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4.2.3. The sampling frequency of at least three times in every six-days should be undertaken when the 

highest dust impact occurs. 

SAMPLING PROCEDURE AND MONITORING EQUIPMENT 

4.2.4. Monitoring Procedures 

(a) Check the calibration period of portable direct reading dust meter prior to monitoring 

(The direct reading dust meter was calibrated at 2-years interval and checked with 

High Volume Sampler (HVS) yearly.) 

(b) Record the site condition near / around the monitoring stations. 

(c) Install the portable direct reading dust meter to the monitoring location. 

(d) Slide the power switch to turn the power on. 

(e) Check of portable direct reading dust meter to ensure the equipment operation in 

normal condition. 

(f) Select the period of measurement to 60mins. 

(g) Check and set the correct time. 

(h) Select the appropriate unit display for the equipment. 

(i) Slide the power switch to turn the power off when the monitoring period ended (3 times 

1 hour TSP monitoring per day). 

(j) Uninstall the portable direct reading dust meter 

(k) Collected the sampled data for analysis. 

(l) Remark: Procedures (c) to (h) may be different subject to the brands and models of 

portable direct reading dust meter 

4.2.5. Maintenance and Calibration 

(a) The direct reading dust meter was calibrated at 2-years interval and checked with High 

Volume Sampler (HVS) yearly to determine the accuracy and validity of the results 

measured.  

(b) Checking of direct reading dust meter will be carried out in order to determine the 

conversion factor between the direct reading dust meter and the standard equipment, 

HVS. The comparison check is to be considered valid based on correlation coefficient 

checked by HOKLAS laboratory. 

4.2.6. The 1-hour TSP air quality monitoring was performed by using portable direct reading dust 

meters at each designated monitoring station. The brand and model of the equipment are given 

in Table 4.5. 

Table 4.5 Air Quality Monitoring Equipment 

Equipment Brand and model Series Number 

Portable direct reading 
dust meter 

Met One BT- 645 
X19295 
X19297 
X19298 

Met One AEROCET 831 
Y23154 
R14332 

 

4.2.7. The calibration certificate of the air quality monitoring equipment are attached in Appendix 4.2.  

../Attachment/App%204.2%20Calibration%20Certificates.pdf
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../Attachment/App%204.1%20Action%20and%20Limit%20Level.pdf
../Attachment/App%204.1%20Action%20and%20Limit%20Level.pdf
file://///100.100.100.12/team3dir/LES/1.0%20Project/CS_J2018-05_EDO012017-ET%20for%20Development%20of%20Anderson%20Rd%20Quarry%20Site-Rd%20Improvement%20Works/Submission/EM&A%20Report/Attachment/App%206.1%20Event%20and%20Action%20Plan.pdf
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 Table 4.8 Water Quality Monitoring Equipment 

 

Equipment Brand and model         Series Number 

Multifunctional Meter YSI Professional Plus 14E100105 

Turbid meter Xin Rui WGZ-3B 2209057 

 

4.3.16. The calibration certificates of the water quality monitoring equipment are attached in Appendix 

4.2. 

 

LABORATORY MEASUREMENT / ANALYSIS 

4.3.17. Analysis of suspended solids has been carried out in a HOKLAS accredited laboratory, which is 

ALS Technichem (HK) Pty Ltd.  

 

EVENT AND ACTION PLAN 

4.3.18. The Action and Limit levels for construction water quality are defined in Table 4.9 and Appendix 

4.1. Should the monitoring results of the water quality parameters at any designated monitoring 

station exceed the water quality criteria, action in accordance with the Event and Action Plan in 

Appendix 6.1 shall be carried out. 

Table 4.9 Action and Limit Level for Water Quality Monitoring 

Monitoring 

Station 

Surface pH Surface DO 

(mg/L) 

Surface Turbidity 

(NTU) 

Surface SS 

(mg/L) 

Action 

Level 

Limit 

Level 

Action 

Level 

Limit 

Level 

Action 

Level 

Limit 

Level 

Action 

Level 

Limit 

Level 

E - - - - - - - - 

F 

Beyond 

the range 

of 6.6-8.4 

Beyond 

the range 

of 6.5-8.5 

5.8 5.5 24.4 32.7 17.0 23.8 

AC1 - - - - - - - - 

AC2 - - - - - - - - 

AC3 - - - - - - - - 

H - - - - - - - - 

I 

Beyond 

the range 

of 6.6-8.4 

Beyond 

the range 

of 6.5-8.5 

5.5 5.4 206.9 214.2 172.8 201.4 

* Remarks: 

The value of 1.0mg/L was taken as the value for measurement with suspended solid level of <1.0mg/L 
for Action and Limit level calculation. 

../Attachment/App%204.2%20Calibration%20Certificates.pdf
../Attachment/App%204.2%20Calibration%20Certificates.pdf
../Attachment/App%204.1%20Action%20and%20Limit%20Level.pdf
../Attachment/App%204.1%20Action%20and%20Limit%20Level.pdf
../Attachment/App%206.1%20Event%20and%20Action%20Plan.pdf
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It is recommended that upstream monitoring station (monitoring station E, AC1, AC2, AC3 and H) would 
be taken as control reference for exceedance investigation only. Action and limit level would not be 
establish using the baseline data. 

If the SS and Turbidity recorded from the Control Stations (E, H, AC1, AC2, AC3) are higher than the 
Impact Stations (I and F) on the same day of measurement, 120% and 130% of the Control Stations' 
results would be referenced as the Action and Limit Levels. 

 



../Attachment/Figure%202.1%20Location%20Plan.pdf
Draft/Figure%204.1%20Location%20of%20NM1.pdf
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../Attachment/App%205.1%20Monitoring%20Schedule.pdf
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6. Compliance Audit 

6.0.1. The Event Action Plan for construction noise, air quality and water quality are presented in 

Appendix 6.1. 

6.0.2. The summary of exceedance is presented in Appendix 6.2. 

 

6.1 Noise Monitoring. 

6.1.1 No project related action or limit level exceedance was recorded in this reporting period.  

 

6.2 Air Quality Monitoring 

6.2.1 No project related action or limit level exceedance was recorded in this reporting period. 

 

6.3 Water Quality Monitoring 

6.4 3 limit level exceedances were recorded in this reporting period. 

 

6.5 Review of the Reasons for and the Implications of Non-compliance 

6.5.1 No environmental non-compliance was recorded in the reporting month. 

 

6.6 Summary of follow-up action on non-compliance 

6.6.1 There was no particular follow-up action taken and recorded in the reporting period. 

../Attachment/App%206.1%20Event%20and%20Action%20Plan.pdf
../Attachment/App%206.2%20Summary%20of%20NoE.pdf
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7. Environmental Site Audit 

7.0.1. Within this reporting month, weekly environmental site audits were conducted on 2, 9, 16 and 23 

February 2024. IEC attended the joint site inspection on 16 February 2024. 

7.0.2. No non-compliance was found during the site inspection while reminders and observations on 

environmental measures were recommended and recorded. Results and findings of these 

inspections in this reporting month are listed below in Table 7.1. 

Table 7.1 Summary of Environmental Inspections 
 

Date Reminder(s)/ 
Observation(s) 

Action taken by 
Contractor Outcome 

2 February 2024 
Construction materials should be 
removed near the tree protective 
zone.  

The materials were 
removed 

Item was improved 
on 23 February 2024 

9 February 2024 
Adequate bunding should be 
established to avoid leakage of site 
surface runoff to gully. 

Leakage was not 
observed 

Item was improved in 
March 2024 

16 February 2024 

Mud and muddy water are 
accumulated in the drainage pit and 
AquaSed. The Contractor should 
remove the accumulation to avoid 
discharging untreated waste water. 

Item was pending to be 
improved - 

16 February 2024 
The Contractor is remained to 
improve and maintain the noise 
mitigation measures at Slope D3 

The noise barriers are 
maintained in the area 

Item was improved in 
March 2024 

23 February 2024 The Contractor is reminded to 
maintain the noise barriers at RIW1 

The noise barriers are 
maintained in the area 

Item was improved in 
March 2024 

  
7.0.3. Within this reporting month, biweekly landscape site audits were conducted on 16 and 23 

February 2024. 

7.0.4. No non-compliance was found during the landscape site inspection. Results and findings of 

these inspections in this reporting month are listed below in Table 7.2. 

 
Table 7.2 Summary of Landscape site inspections 
 

Date Reminder(s)/ 
Observation(s) 

Action taken by 
Contractor Outcome 

- - - - 

 

7.0.5. No non-compliance was found during the ecological monitoring. 
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8.  Complaints, Notification of Summons and Prosecution 

8.0.1. 1 documented environmental complaints were reported in the reporting month. 

8.0.2. The cumulative complaint log and updated summary of complaints are presented in  

Appendix 8.1. 

8.0.3. Cumulative statistic on complaints and successful prosecutions are summarized in Table 8.1 

and Table 8.2 respectively. 

Table 8.1 Cumulative Statistics on Complaints 

Reporting Period No. of Complaints  

February 2024 1 

Total 49 

 

Table 8.2 Cumulative Statistics on Successful Prosecutions 

Environmental 

Parameters 

Cumulative No. 

Brought Forward 

No. of Successful 

Prosecutions this month 

(Offence Date) 

Cumulative No. 

Project-to-Date 

Air - 0 0 

Noise - 0 0 

Water - 0 0 

Waste - 0 0 

Total - 0 0 

 

 

 

 

 

 

 

 

 

 

 

 

 

../Attachment/App%208.1%20Complaint%20Log.pdf
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8.0.4. QPME was observed on site at the slope of Lin Tak Road at RIW3. The contractor was 

recommended to review the implementation of QPMEs from time to time and considering using 

quieter PMEs whenever possible. Details of QPMEs are as shown in Table 8.4. 

 

Table 8.4 QPME used for construction works 

Type of 

construction 

equipment 

Brand Model no. QPME ID 
SWL 

[dB(A)] 

Excavator  335FLCR  CAT0335FCSGJ20540 QPME, EPD-08379 104 

Excavator  SK200-8 YN12-65530 QPME, EPD-06168 99 

  



../Attachment/App%209.1%203MRP%20for%20environmental.pdf
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2 
 

EIA Ref. Recommeded Mitigation Measures Location of the 
Measures 

Implementation 
Agent 

Implementation Stage(1) Relevant 
Legislation and 
Guidelines Des C O Dec 

- Where practicable, vehicles washing facilities including a high 
pressure water jet should be provided at every discernible or 
designated vehicle exit point. The area where vehicle washing 
takes place and the road section between the washing facilities 
and the exit point should be paved with concrete, bituminous 
materials or hardcores; 

- When there are open excavation and reinstatement works, 
hoarding of not less than 2.4m high should be provided as far 
as practicable along the site boundary with provision for public 
crossing. Good site practice shall also be adopted by the 
Contractor to ensure the conditions of the hoardings are 
properly maintained throughout the construction period; 

- The portion of any road leading only to construction site that is 
within 30m of a vehicle entrance or exit should be kept clear of 
dusty materials; 

- Surfaces where any pneumatic or power-driven drilling, cutting, 
polishing or other mechanical breaking operation takes place 
should be sprayed with water or a dust suppression chemical 
continuously; 

- Any area that involves demolition activities should be sprayed 
with water or a dust suppression chemical immediately prior to, 
during and immediately after the activities so as to maintain the 
entire surface wet; 

- Where a scaffolding is erected around the perimeter of a 
building under construction, effective dust screens, sheeting or 
netting should be provided to enclose the scaffolding from the 
ground floor level of the building, or a canopy should be 
provided from the first floor level up to the highest level of the 
scaffolding; 

- Any skip hoist for material transport should be totally enclosed 
by impervious sheeting; 

- Every stock of more than 20 bags of cement or dry pulverised 
fuel ash (PFA) should be covered entirely by impervious 
sheeting or placed in an area sheltered on the top and the 
three sides; 





























































































SERVICE CONTRACT NO. EDO/01/2017
ENVIRONMENTAL TEAM FOR DEVELOPMENT OF

ANDERSON ROAD QUARRY SITE - ROAD IMPROVEMENT WORKS
Tentative Impact Water Quality, Air Quality and Noise Monitoring Schedule

1-Feb 2-Feb 3-Feb

WQM

  

 

 

4-Feb 5-Feb 6-Feb 7-Feb 8-Feb 9-Feb 10-Feb

WQM WQM WQM

NM NM 

AQM AQM

11-Feb 12-Feb 13-Feb 14-Feb 15-Feb 16-Feb 17-Feb

WQM WQM

NM 

AQM

  

 

 

18-Feb 19-Feb 20-Feb 21-Feb 22-Feb 23-Feb 24-Feb

WQM WQM WQM

NM 

AQM

  

 

 

25-Feb 26-Feb 27-Feb 28-Feb 29-Feb

WQM WQM

NM 

AQM

Remark:

1. WQM: Water Quality Monitoring

    AQM: Air Quality Monitoring

    NM: Noise monitoring is scheduled at the beginning of each week 

2. Monitoring Location: Station

E

F

AC1

AC2

AC3

H

I

3. The interval between 2 sets of monitoring should not be less than 36 hours 

February 2024

Upstream Control Station

Upstream Control Station

Upstream Control Station

Friday SaturdaySunday Monday Tuesday Wednesday Thursday

Inland Water Description

Upstream Control Station

Downstream Impact Station

Ma Yau Tong Stream
Upstream Control Station

Downstream Impact Station

Channelized nullah across 
the project site



SERVICE CONTRACT NO. EDO/01/2017
ENVIRONMENTAL TEAM FOR DEVELOPMENT OF

ANDERSON ROAD QUARRY SITE - ROAD IMPROVEMENT WORKS
Tentative Impact Water Quality, Air Quality and Noise Monitoring Schedule

1-Mar 2-Mar

WQM

AQM

  

 

 

3-Mar 4-Mar 5-Mar 6-Mar 7-Mar 8-Mar 9-Mar

WQM WQM WQM

NM 

AQM

10-Mar 11-Mar 12-Mar 13-Mar 14-Mar 15-Mar 16-Mar

WQM WQM WQM

NM 

AQM

  

 

 

17-Mar 18-Mar 19-Mar 20-Mar 21-Mar 22-Mar 23-Mar

WQM WQM WQM

NM 

AQM AQM

  

 

 

24-Mar 25-Mar 26-Mar 27-Mar 28-Mar 29-Mar 30-Mar

WQM WQM

NM 

AQM

Remark:

1. WQM: Water Quality Monitoring

    AQM: Air Quality Monitoring

    NM: Noise monitoring is scheduled at the beginning of each week 

2. Monitoring Location: Station

E

F

AC1

AC2

AC3

H

I

3. The interval between 2 sets of monitoring should not be less than 36 hours 

March 2024

Upstream Control Station

Upstream Control Station

Upstream Control Station

Friday SaturdaySunday Monday Tuesday Wednesday Thursday

Inland Water Description

Upstream Control Station

Downstream Impact Station

Ma Yau Tong Stream
Upstream Control Station

Downstream Impact Station

Channelized nullah across 
the project site





Environmental Team for Development of Anderson Road Quarry Site
Road Improvement Works

Noise Monitoring Result

Day Time (0700 - 1900hrs on normal weekdays)

Location: NMC-01  - G/F, Kei Shun Special School

Average Noise Level Baseline Level Construction Noise Level Limit Level
Leq L10 L90 Leq Leq Leq Leq

10:00 71.3 76.0 64.3

10:05 68.4 71.1 62.3

10:10 67.5 70.1 61.8

10:15 67.5 70.0 60.3

10:20 66.7 69.7 59.0
10:25 68.0 70.8 61.5

8:45 69.1 71.8 64.3

8:50 69.1 71.5 65.0

8:55 69.2 71.7 64.8

9:00 67.6 70.3 61.9

9:05 68.8 71.4 61.8

9:10 69.1 71.7 65.0

9:00 69.6 72.2 65.2

9:05 69.8 72.7 65.2

9:10 70.4 72.9 66.5

9:15 70.0 72.6 64.4

9:20 70.2 72.7 65.7

9:25 71.1 73.8 66.9

8:50 70.2 73.1 65.2

8:55 69.8 72.8 65.0

9:00 70.0 73.2 64.9

9:05 68.9 72.9 65.2

9:10 69.2 73.0 65.0

9:15 69.1 73.1 65.1

57

22 Feb 2024 Fine 69.3 63

7069.6

70

Unit: dB(A), (30-min)

<Baseline Level

27 Feb 2024 Fine 69.3

70.2

69.3

Fine 69.368.9

Measurement Noise Level

<Baseline Level

15 Feb 2024 70

70

Unit: dB(A), (5-min)
Date Weather

6 Feb 2024

Time 

Fine 68.5



Environmental Team for Development of Anderson Road Quarry Site
Road Improvement Works

Noise Monitoring Result

Day Time (0700 - 1900hrs on normal weekdays)

Location: NMC-02  - 3/F podium, Shun Lee Disciplined Services Quarters Block 6

Average Noise Level Baseline Level Construction Noise Level Limit Level
Leq L10 L90 Leq Leq Leq Leq

9:41 72.1 74.4 67.7

9:47 71.5 73.6 68.2

9:53 72.0 74.6 66.6

9:59 73.5 75.9 68.6

10:04 72.1 74.7 66.3

10:09 72.3 74.7 67.6

9:30 69.7 72.6 65.9

9:35 68.2 70.6 64.8

9:40 69.1 71.2 65.4

9:45 72.1 73.3 65.9

9:50 68.8 70.7 65.9

9:55 69.2 71.9 63.4

9:45 71.4 74.0 67.6

9:50 72.0 74.7 68.8

9:55 71.2 73.8 68.1

10:00 69.9 72.0 67.6

10:05 70.7 73.1 66.8

10:10 71.4 73.7 67.4

9:35 70.5 72.9 66.1

9:40 71.2 73.0 66.2

9:45 70.6 72.8 66.0

9:50 70.5 73.1 66.2

9:55 70.8 73.1 66.1

10:00 70.4 73.0 66.2

27 Feb 2024 Fine 72.0 <Baseline Level 75

15 Feb 2024 Fine 72.0 <Baseline Level 75

22 Feb 2024 Fine 72.0 75

5 Feb 2024 Cloudy 72.0 60 7572.3

71.1

70.7

Unit: dB(A), (30-min)
Date Weather Time 

Unit: dB(A), (5-min)

Measurement Noise Level

69.7

<Baseline Level



Environmental Team for Development of Anderson Road Quarry Site
Road Improvement Works

Noise Monitoring Result

Day Time (0700 - 1900hrs on normal weekdays)

Location: NMC-03  - G/F, Sienna Garden Block 6

Average Noise Level Baseline Level Construction Noise Level Limit Level
Leq L10 L90 Leq Leq Leq Leq

10:50 72.8 77.5 62.2

10:55 71.4 72.7 56.3

11:00 75.1 77.6 64.1

11:05 74.2 77.6 61.9

11:10 74.2 76.5 65.7

11:15 73.5 76.5 65.8

10:15 75.4 78.9 63.8

10:20 75.1 78.4 64.0

10:25 71.6 75.6 59.2

10:30 75.0 78.0 61.7

10:35 74.4 76.5 64.5

10:40 75.1 78.0 61.0

10:30 76.3 79.3 63.9

10:35 74.5 78.8 64.0

10:40 74.5 78.1 64.5

10:45 72.9 76.2 62.3

10:50 72.7 75.8 62.5

10:55 74.4 76.6 64.0

10:20 75.1 77.2 62.5

10:25 75.2 77.2 63.4

10:30 75.4 77.0 62.8

10:35 75.0 77.0 63.5

10:40 75.2 77.6 63.4

10:45 75.6 77.5 63.2

22 Feb 2024 Fine 78.2 <Baseline Level 75

27 Feb 2024 Fine 78.2 <Baseline Level 75

73.7

15 Feb 2024 Fine 78.2 <Baseline Level 75

Unit: dB(A), (30-min)

74.6

74.4

75.3

6 Feb 2024 Fine 78.2 <Baseline Level 75

Date Weather Time 
Unit: dB(A), (5-min)

Measurement Noise Level



Environmental Team for Development of Anderson Road Quarry Site
Road Improvement Works

Noise Monitoring Result

Day Time (0700 - 1900hrs on normal weekdays)

Location: NMC-04  - 3/F Podium, Po Tat Estate Tat Kai House

Measurement Noise Level Average Noise Level Baseline Level Construction Noise Level Limit Level
Leq L10 L90 Leq Leq Leq Leq

11:30 63.1 64.4 61.0

11:35 64.0 65.0 62.6

11:40 64.6 66.8 57.7

11:45 62.9 64.3 60.9

11:50 64.0 65.7 60.7

11:55 63.4 64.5 60.7

11:00 65.6 67.4 63.7

11:05 62.4 63.1 61.5

11:10 63.1 64.7 59.5

11:15 64.1 66.1 58.7

11:20 62.9 65.5 58.3

11:25 62.2 64.1 58.0

11:20 64.5 65.3 60.9

11:25 64.8 66.6 62.0

11:30 65.5 66.2 62.6

11:35 64.0 67.1 59.7

11:40 63.6 65.4 60.0

11:45 64.8 64.4 59.9

11:10 64.1 66.5 58.6

11:15 64.5 66.2 59.0

11:20 64.5 66.3 58.4

11:25 64.6 66.4 59.2

11:30 64.2 66.2 58.6

11:35 64.5 66.0 59.1

Fine 66.6 <Baseline Level 75

<Baseline Level 7522 Feb 2024

64.4

Fine 66.6

27 Feb 2024 <Baseline Level 75

63.7Fine 66.6 <Baseline Level 75

64.6

6 Feb 2024

15 Feb 2024

Fine 66.6

63.6

Unit: dB(A), (30-min)
Date Weather Time 

Unit: dB(A), (5-min)



Environmental Team for Development of Anderson Road Quarry Site
Road Improvement Works

Noise Monitoring Result

Day Time (0700 - 1900hrs on normal weekdays)

Location: NMC-05  - G/F, Hong Wah Court Block B Yee Hong House

Average Noise Level Baseline Level Construction Noise Level Limit Level
Leq L10 L90 Leq Leq Leq Leq

10:15 75.4 76.9 73.5

10:20 75.3 76.9 73.6

10:25 74.9 76.4 73.4

10:30 74.6 75.5 73.3

10:35 74.4 74.8 73.3

10:40 74.8 75.8 73.3

13:00 70.7 75.5 58.4

13:05 74.7 76.7 67.4

13:10 69.2 74.8 59.7

13:15 62.0 64.7 58.2

13:20 62.6 66.0 57.2

13:25 62.0 64.4 58.2

13:05 65.2 68.1 61.0

13:10 63.5 65.8 60.0

13:15 62.8 64.1 59.5

13:20 63.0 65.8 59.1

13:25 62.7 64.9 59.8

13:30 62.3 64.0 58.9

13:05 72.2 76.5 61.1

13:10 70.3 73.0 62.2

13:15 69.7 72.4 63.1

13:20 71.0 73.3 65.0

13:25 70.5 73.3 63.5

13:30 71.1 74.5 64.1

27 Feb 2024 Fine

58.2 75

68.8 75

22 Feb 2024 Fine

70.9 61.8 70.3 75

63.4 61.8

Date Weather Time 
Unit: dB(A), (5-min)

Measurement Noise Level

61.874.95 Feb 2024 Cloudy

15 Feb 2024 Fine 69.6 61.8

Unit: dB(A), (30-min)

74.7 75



Graphic Presentation of Noise Monitoring Result 
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Day Time (0700 - 1900hrs on normal weekdays)
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Environmental Team for Development of Anderson Road Quarry Site
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Graphic Presentation of Noise Monitoring Result 
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Water Monitoring Result at Monitoring Station E - Channelized nullah across the Project site (Upstream Control Station)

Time Weater Water Temperature pH Salinity DO Saturation DO Turbidity
Condition oC - ppt % mg/L NTU

Average Average Average Average Average Average Value Average

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

Remarks:
Single underline denotes exceedance over Action Level.
Double underline denotes exceedance over Limit Level.
Upstream Monitoring Station (Monitoring Station E) would be taken as control reference for exceedance investigation only.
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Water Monitoring Result at Monitoring Station F - Channelized nullah across the Project site (Downstream Impact Station)

Time Weater Water Temperature pH Salinity DO Saturation DO Turbidity
Condition oC - ppt % mg/L NTU mg/L

Average Average Average Average Average Average Value Average

9:28 18.00 18.00 7.75 7.75 0.08 0.08 94.8 95.0 8.98 8.99 1.96 1.97 2.2

9:30 18.00 18.00 7.75 7.75 0.08 0.08 95.0 94.5 8.99 8.94 1.98 1.98 2.0

8:20 19.20 19.20 7.89 7.89 0.07 0.07 93.7 94.5 8.63 8.70 3.17 3.17 2.5

8:22 19.20 19.20 7.89 7.89 0.07 0.07 93.8 93.3 8.64 8.60 3.16 3.11 2.4

10:20 18.50 18.50 8.61 8.61 0.15 0.15 96.0 96.5 9.00 9.05 94.47 94.42 85.8

10:22 18.50 18.50 8.61 8.61 0.15 0.15 96.8 96.3 9.08 9.03 94.21 94.16 81.0

12:05 15.80 15.80 8.11 8.10 0.11 0.13 83.6 85.4 8.28 8.45 2.88 2.65 5.0

12:10 15.80 15.80 8.13 8.13 0.13 0.13 90.5 88.6 8.96 8.77 2.63 2.64 4.9

11:05 19.00 19.00 8.12 8.12 0.12 0.12 98.7 96.6 9.15 8.96 6.32 6.19 4.2

11:08 18.70 18.70 8.21 8.19 0.12 0.12 94.7 88.2 8.83 8.22 5.44 5.12 2.1

10:00 19.20 19.20 8.14 8.14 0.12 0.12 90.6 88.6 8.37 8.19 2.41 2.50 1.7

10:02 19.10 19.10 8.15 8.14 0.12 0.12 92.5 91.4 8.55 8.45 1.56 1.45 1.4

10:55 18.20 18.20 7.43 7.43 0.06 0.06 98.0 97.9 8.03 8.02 3.02 3.05 4.8

10:57 18.20 18.20 7.43 7.43 0.06 0.06 97.7 97.8 8.00 8.01 3.70 3.07 1.2

9:30 18.80 18.80 7.68 7.68 0.06 0.06 91.0 91.2 7.26 7.27 4.71 4.71 1.6

9:32 18.80 18.80 7.68 7.68 0.06 0.06 91.5 91.8 7.30 7.33 4.72 4.72 3.7

10:35 16.50 16.50 7.50 7.50 0.06 0.06 95.3 97.7 9.55 7.79 3.20 3.25 2.3

10:37 16.50 16.50 7.50 7.50 0.06 0.06 95.0 95.2 9.75 7.76 3.22 3.22 1.1

9:20 17.50 17.50 8.03 8.03 0.12 0.12 87.1 86.9 8.32 8.31 6.48 6.59 3.5

9:32 17.50 17.50 8.03 8.03 0.12 0.12 82.0 86.9 8.31 8.31 6.59 6.59 3.0

11:35 16.40 16.40 7.67 7.67 0.14 0.14 79.7 87.8 7.81 8.53 5.45 5.50 4.8

11:37 16.40 16.40 7.67 7.67 0.14 0.14 83.6 80.9 8.16 7.90 5.60 5.65 5.3

Remarks:
Single underline denotes exceedance over Action Level.
Double underline denotes exceedance over Limit Level.
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Water Monitoring Result at Monitoring Station H - Ma Yau Tong Stream (Upstream Control Station)

Time Weater Water Temperature pH Salinity DO Saturation DO Turbidity
Condition oC - ppt % mg/L NTU mg/L

Average Average Average Average Average Average Value Average

8:48 18.20 18.20 7.10 7.10 2.60 2.60 80.0 79.8 7.38 7.36 4.36 4.36 3.0

8:50 18.20 18.20 7.10 7.10 2.60 2.60 71.7 79.8 7.35 7.36 4.37 4.37 2.5

10:45 19.70 19.70 7.15 7.15 2.31 2.31 85.6 85.7 8.63 8.70 4.82 4.82 3.3

10:47 19.70 19.70 7.15 7.15 2.31 2.31 85.8 85.1 8.64 8.60 4.81 4.80 3.0

9:30 18.70 18.70 7.26 7.26 2.34 2.34 80.2 80.4 7.39 7.41 8.00 8.00 2.8

9:32 18.70 18.70 7.26 7.26 2.34 2.34 78.4 80.9 7.22 7.45 8.00 8.00 2.8

12:45 16.60 16.60 7.13 7.13 4.09 4.10 72.9 71.4 6.93 6.78 3.67 3.65 3.4

12:50 16.70 16.70 7.14 7.14 4.07 4.07 70.3 70.1 6.67 6.65 3.63 3.68 3.0

10:20 19.00 19.00 7.22 7.22 5.06 5.07 77.2 76.2 6.95 6.85 4.81 4.64 3.9

10:22 19.00 19.00 7.21 7.21 5.16 5.16 69.2 68.6 6.23 6.17 4.13 4.13 3.5

11:30 19.40 19.40 7.46 7.45 1.40 1.38 93.6 90.7 8.26 8.27 2.78 2.69 3.7

11:35 19.40 19.40 7.45 7.45 1.41 0.63 87.2 88.0 7.96 8.07 1.73 1.63 1.4

9:35 18.50 18.50 7.58 7.58 1.30 1.30 91.0 91.3 7.27 7.30 6.66 6.66 2.6

9:37 18.50 18.50 7.58 7.58 1.30 1.30 91.5 91.5 7.32 7.35 6.67 6.66 2.3

10:00 18.50 18.50 7.30 7.30 1.25 1.25 93.0 93.2 8.04 8.06 11.22 11.25 2.3

10:02 18.50 18.50 7.30 7.30 1.25 1.25 93.8 93.9 8.12 8.13 11.23 11.21 2.5

9:55 17.00 17.00 7.70 7.70 0.88 0.88 98.0 98.2 8.08 8.10 7.12 7.10 2.7

9:57 17.00 17.00 7.76 7.76 0.88 0.88 98.0 98.8 8.16 8.16 7.12 7.12 3.1

8:55 18.30 18.30 7.23 7.23 4.74 4.74 91.1 80.4 7.44 7.37 17.20 17.25 4.6

8:57 18.30 18.30 7.23 7.23 4.74 4.74 80.2 80.4 7.75 7.37 17.25 17.23 4.0

10:10 17.00 17.00 7.54 7.54 1.13 1.13 74.7 72.7 7.19 7.08 4.24 4.27 2.3

10:12 17.00 17.00 7.54 7.54 1.13 1.13 86.3 82.6 8.28 7.96 4.24 4.27 2.0

Remarks:
Single underline denotes exceedance over Action Level.
Double underline denotes exceedance over Limit Level.
Upstream Monitoring Station (Monitoring Station H) would be taken as control reference for exceedance investigation only.
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Water Monitoring Result at Monitoring Station I - Ma Yau Tong Stream (Downstream Impact Station)

Time Weater Water Temperature pH Salinity DO Saturation DO Turbidity
Condition oC - ppt % mg/L NTU

Average Average Average Average Average Average Value Average

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -
-

- - - - - - - - - - - - - -

8:30 17.70 17.70 7.81 7.81 0.82 0.82 90.0 89.7 8.53 8.50 142.80 142.50 163.0
165.00

8:32 17.70 17.70 7.81 7.81 0.82 0.82 89.5 89.3 8.49 8.46 142.40 142.40 167.0

10:35 16.90 16.90 7.64 7.64 1.15 1.15 85.0 84.4 8.20 8.16 4.70 4.70 108.0
66.70

10:37 16.90 16.90 7.64 7.64 1.15 1.15 81.2 78.6 7.89 7.58 4.70 4.70 25.4

Remarks:
Single underline denotes exceedance over Action Level.
Double underline denotes exceedance over Limit Level.
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Water Monitoring Result at Monitoring Station AC1 - Channelized nullah across the Project site (Upstream Reference Station)

Time Weater
Condition

Average Average Average Average Average Average Value Average

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

Remarks:

Upstream Monitoring Station (Monitoring Station AC1) would be taken as reference for exceedance investigation only.

- -

-

28/2/2024 Fine - - - - - -

- -

26/2/2024 Fine - - - - - -

-

-

23/2/2024 Fine - - - - - -

- -

21/2/2024 Fine - - - - - -

-

-

19/2/2024 Fine - - - - - -

- -

16/2/2024 Fine - - - - - -

-

-

14/2/2024 Fine - - - - - -

- -

9/2/2024 Fine - - - - - -

-

-

7/2/2024 Cloudy - - - - - -

- -

5/2/2024 Cloudy - - - - -

2/2/2024 Fine - - - -

Value Value Value

-

Value

-

-

DO Saturation
%

DO

-

mg/LDate
Sampling Depth Suspended Solids

m Value

Turbidity
NTUmg/L

Value

pHWater Temperature
oC - ppt

Salinity



Water Monitoring Result at Monitoring Station AC2 - Channelized nullah across the Project site (Upstream Reference Station)

Time Weater Water Temperature pH Salinity DO Saturation DO Turbidity
Condition oC - ppt % mg/L NTU

Average Average Average Average Average Average Value Average

9:18 18.00 18.00 7.80 7.80 0.08 0.08 95.9 95.6 90.80 9.06 1.86 1.87 1.7

9:20 18.00 18.00 7.80 7.80 0.08 0.08 95.2 95.3 90.10 9.02 1.88 1.88 1.9

8:20 19.30 19.30 7.91 7.91 0.07 0.07 95.1 95.5 8.26 8.80 3.66 3.64 2.50

8:22 19.30 19.30 7.91 7.91 0.07 0.07 95.0 95.2 8.75 8.77 3.63 3.60 2.10

10:00 18.30 18.30 7.92 7.92 0.11 0.11 94.0 94.8 8.84 8.91 3.54 3.52 2.6

10:02 18.30 18.30 7.92 7.92 0.11 0.11 93.8 93.2 8.82 8.76 3.45 3.40 2.2

11:30 15.40 15.40 7.97 7.98 0.07 0.07 86.7 85.0 8.67 8.50 1.44 1.20 3.5

11:35 15.40 15.40 8.01 8.01 0.07 0.07 83.9 83.7 8.39 8.36 1.61 1.61 3.0

10:43 18.30 18.30 8.13 8.13 0.07 0.07 88.9 89.6 8.36 8.43 2.76 2.45 1.9

10:46 18.30 18.30 8.03 7.99 0.06 0.06 90.4 87.5 8.51 8.23 1.94 1.77 1.6

10:40 18.80 18.80 8.11 8.11 0.07 0.07 91.6 91.0 8.52 8.47 0.73 0.73 1

10:45 18.70 18.70 8.06 8.06 0.06 0.06 94.8 93.9 8.84 8.76 1.85 1.85 2.4

9:55 18.30 18.30 7.44 7.44 0.07 0.07 98.4 98.5 8.10 8.10 3.42 3.40 1.4

9:57 18.30 18.30 7.44 7.44 0.07 0.07 98.6 98.2 8.12 8.08 3.40 3.40 1.2

9:20 18.00 18.00 7.70 7.70 0.08 0.08 90.5 90.8 7.20 7.20 5.05 5.08 1.6

9:22 18.00 18.00 7.70 7.70 0.08 0.08 90.1 90.2 7.16 7.16 5.08 5.01 1.6

10:25 16.60 16.60 7.52 7.52 0.07 0.07 94.5 94.6 7.69 7.70 4.88 4.88 11.7

10:27 16.60 16.60 7.52 7.52 0.07 0.07 94.8 94.2 7.72 7.67 4.82 4.85 10.9

9:20 17.50 17.50 8.04 8.04 0.11 0.11 86.6 86.7 8.28 8.28 6.76 6.74 2.1

9:22 17.50 17.50 8.04 8.04 0.11 0.11 87.0 86.9 8.31 8.30 6.60 6.65 2.5

11:10 16.30 16.30 7.70 7.70 0.13 0.13 84.3 89.0 8.26 8.73 5.58 5.68 3.8

11:12 16.30 16.30 7.70 7.70 0.13 0.13 92.1 84.4 9.03 8.27 5.73 5.76 4.2

Remarks:

Upstream Monitoring Station (Monitoring Station AC2) would be taken as reference for exceedance investigation only.
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Water Monitoring Result at Monitoring Station AC3 - Channelized nullah across the Project site (Upstream Reference Station)

Time Weater Water Temperature pH Salinity DO Saturation DO Turbidity
Condition oC - ppt % mg/L NTU

Average Average Average Average Average Average Value Average

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

- - - - - - - - - - - - - -

Remarks:
Upstream Monitoring Station (Monitoring Station AC3) would be taken as reference for exceedance investigation only.

- - -

- - -

28/2/2024 Fine Surface - -

-

- -

- -

26/2/2024 Fine Surface - -

-

- -

- -

23/2/2024 12:00 Surface - -

-

- -

- -

21/2/2024 Fine Surface - -

-

- -

- -

19/2/2024 Fine Surface - -

-

- -

- -

16/2/2024 Fine Surface - -

-

- -

- -

14/2/2024 Fine Surface - -

-

- -

- -

9/2/2024 Fine Surface - -

-

- -

- -

7/2/2024 Cloudy Surface - -

-

- -

- -

5/2/2024 Cloudy Surface - -

Value

- -

Value

2/2/2024 Fine Surface - - -

Value

-

mg/LDate
Sampling Depth Suspended Solids

m Value Value Value
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Service Contract No. EDO/01/2017 
Environmental Team for Development of Anderson Road Quarry Site 

Road Improvement Works 
                                               Lam Environmental Services Limited                                                                                                                                                                              Summary for Notification of Exceedance 

Ref no. Date Location Parameters 
(Unit) 

Measured Action Level Limit Level Follow-up action  

202402_RIW2_1 7/2/2024 F pH 

DO(mg/l) 

Turbidity 

SS (mg/L) 

 

8.6  

9.0  

94.3  

83.4 

6.6-8.4  

5.8  

24.4  

17.0 

6.5-8.5  

5.5  

32.7  

23.8   

Possible reason: Natural variation in water quality due to unknown sources or rainfalls in the 
vicinity of the water quality monitoring station. 

       
Action taken/ to 
be taken: 

Repeated in-situ measurement had been conducted immediately to confirm the 
exceedances. The construction activities conducted at the time was checked 
with the Contractor.  

       
Remarks/ Other 
Observations: 

Site checking was conducted after the in-situ monitoring and it was noted that 
water discharge from the site drainage system was not observed at the site area 
discharge points. Since sudden rainfalls were recorded during and before the 
monitoring time, the exceedance was potentially related to the temporary 
increase of road surface runoff. 
 
The Contractor is reminded to ensure the wastewater treatment facility is 
operating properly to avoid any potential project related exceedance.  
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Environmental Complaint s Log  

 

Complaint 
Log No.  

Date of 
Complaint  

Received 
From and 

Received By  

Location of 
Complainant  

Nature of Complaint  Outcome  Status  

20190902 2 September 
2019 

DSD 

A portion of 
Clear Water 

Bay Road, near 
the junction of 
Fei Ngo Shan 

Road 

The complainant reported that muddy water was 
improperly overflown from the construction site under 
Contract NE/2017/03 at Clear Water Bay Road and 
eventually to the downstream public storm water drainage 
system on 02 September 2019 

The investigation report from contractor has revealed 
that the gaps between sand bags at site boundary 
would be the potential source of muddy water leakage. 

 

Remedial action taken according to the investigation 
report conducted by Contractor: 

1. The sand bags were replaced by cement sand 
mortar which filled the gaps between water-filled 
barriers along the site boundary to block the leakage 
point. 

2. Additional sedimentation tank has been added to 
increase buffer for further treatment by the wastewater 
treatment facility. 

3. Concrete ramp was provided at the site entrance to 
mitigate against potential surface runoff related impact. 

4. Specific training for the subcontractor and front-line 
staff has been provided to enhance their knowledge on 
the requirements of discharge license. 

ET recorded WQM exceedance on SS on 06 Sept 2019 
and 09 Sept 2019, effectiveness of remedial measures 
under rainy days requires close monitoring. Regular 
joint site inspections on 06 &19 September 2019 had 
observed that wastewater treatment facilities required 
further improvement particularly in rainy days.  

ET and IEC recommended contractor to provide proper 
protection to the nearby gullies like membrane or 
sandbags.  

ET reminded Contractor/RSS to inform ET and IEC 
upon the receipt of environmental complaint to allow 
timely investigation. 

Closed 

20200315 
15 March 

2020 

Resident of 
Hong Wah 

Court 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

The complainant, resident of Hong Wah Court, reported 
to CEDD by email dated on 15 March 2020 that the 
resident at Hong Wah Court was affected by the noise 
nuisance from the construction site under Contract 
NE/2017/03 at Lin Tak Road since the construction 

Remedial action taken according to the observations by 
ET: 

1. Noise barriers have been setup along the haul road 
and working area as much as possible. 

Closed 
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Complaint 
Log No.  

Date of 
Complaint  

Received 
From and 

Received By  

Location of 
Complainant  

Nature of Complaint  Outcome  Status  

Court activities started for approximately one year especially for 
the period under the attack of coronavirus-19 recently. 

2. The head of the drillers and breakers has been 
wrapped with noise absorption materials during 
operation. 

3. The contractor has made different combination of 
group of plants to avoid multiple noisy works operating 
at the same time. 

4. Moveable noise barrier was observed in place for 
breaking works. 

20200403 3 April 2020 
Resident of 
Hong Wah 

Court 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, a resident of Hong Wah Court, 
reported to AECOM through the hotline dated on 3 April 
2020 that the resident at Hong Wah Court was affected 
by the noise nuisance from the construction site under 
Contract NE/2017/03 at Lin Tak Road. She claimed that 
the slope cutting works have been carried out from 8:00 
to 18:00, which was very annoying and made her 
anxious especially under the situation that the 
government called citizen to stay at home avoiding the 
infection of coronavirus-19. 
 
The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 7 
April 2020. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitorings, slope cutting with breaker and driller were 
the major sources of the construction noise. 
 

Remedial action taken according to the observations by 
ET: 

1. Noise barriers have been setup along the haul road 
and working area, and only partially covered the works 
area and plants due to limited site conditions. 

2. The head of the drillers and breakers had been 
wrapped with noise absorption materials during 
operation. 

Closed 

20200420 20 April 2020 
Resident of 
Hong Wah 

Court 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, a resident of Hong Wah Court, reported 
to AECOM through the hotline dated on 20 April 2020 that 
the noise level generated from the construction site at the 
slope of Lin Tak Road reached 80-90 dB consecutively 
from 8:00 to 18:30 and affecting their health. Moreover, 
the district councilor has reflected the complaint from 
resident of Hong Wah Court and query about the 
implementation of the noise barrier. 

Remedial action taken according to the observations by 
ET: 

1. Sequencing of works to avoid the operation of 
breaker and driller at the same time  

2. No remedial action was taken by contractor on 
improving the setting up of noise barriers for the 
covering of working area and the plant. 

3. No remedial action was taken by contractor on 

Closed 
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Log No.  

Date of 
Complaint  
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From and 

Received By  

Location of 
Complainant  

Nature of Complaint  Outcome  Status  

deploying movable noise barrier at drilling works or 
wrapping noise reductive materials at the head of 
the driller. 

0200518 18 May 2020 Public 

New Clear 
Water Bay 

Road from the 
construction 

site at the slope 
under Shun 

Lee Disciplined 
Services 
Quarters 

The complainant reported through the 1823 electronic 
form dated on 18 May 2020 that silty water was 
discharged to public road, New Clear Water Bay Road, 
from the construction site at the slope under Shun Lee 
Disciplined Services Quarters.  
 
The complaint concerned on the silty runoff at New Clear 
Water Bay Road was referred by AECOM to ET on 21 
May 2020.  
 
According to the information provided by the contractor, 
silty runoff to public road was due to the damaged pipe at 
the top of the slope Shun Lee Disciplined Services 
Quarters, water leaked from the pipe flew along the 
exposed down slope and became silty. 

Remedial action taken according to the observations by 
ET: 

1. Placing sand bags at the perimeter of the site and 
the site exit as bunds.  

2. Repairing the damaged pipe to stop the water 
leakage. 

 

Closed 

20200525 25 May 2020 Public 

New Clear 
Water Bay 

Road from the 
construction 

site at the slope 
under Shun 

Lee Disciplined 
Services 
Quarters 

The complainant reported through the1823 electronic 
form dated on 25 May 2020 that silty water was 
discharged to public road, New Clear Water Bay Road 
from the construction site at the slope under Shun Lee 
Disciplined Services Quarters.  
 
The complaint concerned on the silty runoff at New Clear 
Water Bay Road was referred by AECOM to ET on 3 
June 2020 respectively. 
  
According to the observation and inspection, the silty 
runoff should be caused by the large volume of water flow 
through the soil surface of the construction site after 
heavy rainfall. 

Remedial action taken according to the observations by 
ET: 

1. Placing sand bags at the site boundary and the site 
exit as bunds.  

2. Deployed one more set of sedimentation tank and 
wastewater treatment facilities. 

3. Diversion of part of the runoff from the top of the 
slope to avoid flowing through soil surface. 

 

Closed 

202007007 7 July 2020 
Resident of 
Hong Wah 

Court 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, District Councilor, reported to AECOM 
through the hotline dated on 7 July 2020 that the resident 
complaint the construction noise generated from the 
construction site at the slope of Lin Tak Road was 
annoying and no mitigation measures for the construction 
noise was implemented.  
 
The complaints regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 7 

Remedial action taken according to the observations by 
ET: 

1. Setting up of noise barriers for the covering of 
working area and the plant was observed since 15 June 
2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by 

Closed 
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July 2020 respectively. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, slope cutting with breaker and driller were the 
major sources of the construction noise. 

noise barrier most of the time during the monitoring and 
inspections. 

20200718 18 July 2020 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, District Councilor, reported to AECOM 
through the hotline dated on 18 July 2020 that no water 
spraying was carried out by contractor during dusty 
construction works at the slope of Lin Tak Road and 
fugitive dust was observed and cause dust impact to the 
�F�R�P�S�O�D�L�Q�D�Q�W�¶�V���S�U�R�S�H�U�W�\���� 
 
The complaints regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
20 July 2020 respectively. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, slope cutting with breaker and driller were 
the major sources of dust emissions. 

 

Remedial action taken according to the observations by 
ET: 

1. Facilities for water spraying was observed being 
setup at the slope of Lin Tak Road.  

 

Closed 

20200718 18 July 2020 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

 
The complainant, District Councilor, reported to AECOM 
through the hotline dated on 18 July 2020 that the 
resident of block C complained the construction noise 
generated from the construction site at the slope of Lin 
Tak Road was causing noise nuisance. 
 
The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
20 July 2020. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 

Remedial action taken according to the observations by 
ET: 

1. Setting up of noise barriers for the covering of 
working area and the plant was observed since 15 
June 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

4. Sequencing of works was observed that the driller 
and breaker were operated alternatively to avoid 

Closed 
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works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, slope cutting with breaker and driller were 
the major sources of the construction noise. 

 

concurrent noisy works. 

 

20200724 24 July 2020 Public 

New Clear 
Water Bay 
Road near 

Sienna Garden 

The complainant, resident of Sienna Garden, reported to 
AECOM through the hotline dated on 24 July 2020 that 
the noise generated from the air compressor at the 
construction site of New Clear Wter Bay Road Road was 
annoying. 
 
The complaints regarding the construction noise at New 
Clear Water Bay Road referred by AECOM was received 
by ET on 27 July 2020 respectively. 
  
According to the observation on-site and information 
provided by the contractor, piling work was conducting 
near Sienna Garden at New Clear Water Bay Road. 

Remedial action taken according to the observation 
during inspection conducted by ET: 

1. Setting up of noise barriers for screening up the 
air compressor was observed since 30 July 2020. 

Closed 

20200729 29 July 2020 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, Resident of Hong Wah Court, 
reported to AECOM through the hotline dated on 29 
July 2020 that the construction noise generated from 
the construction site at the slope of Lin Tak Road was 
causing noise nuisance to upper level of the building 
and the phone call of the complainant was influenced.  

 

The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
30 July 2020. 

  

According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, slope cutting with breaker and driller were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. Setting up of noise barriers for the covering of 
working area and the plant was observed since 15 
June 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

4. Sequencing of works was observed that the driller 
and breaker were operated alternatively to avoid 
concurrent noisy works. 

 

Closed 

20200825 25 August 
2020 

Public 
New Clear 
Water Bay 

Road near Choi 

The complainant reported to 1823 online dated on 25 
August 2020 that the construction noise generated from 
the construction site at New Clear Water Bay Road 

Remedial action taken according to the observations by 
ET: 

Closed 
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Wan Estate adjacent to Choi Wan Estate was causing noise 
nuisance to �F�R�P�S�O�D�L�Q�D�Q�W�¶�V���D�S�D�U�W�P�H�Q�W����Construction 
activities starting from 8:30 to dusk and even on 
Sunday. The construction activities have been 
conducted for a year especially for drilling works. The 
complainant has measured the construction noise with 
mobile app and obtained 64dB in average for one driller. 
The complainant said the condition was worse when two 
to three drillers operated at the same time. The 
complainant asked the completion date of the 
construction works and whether the construction noise 
would affect the health of people as the complainant 
was seriously influenced by the noise and causing 
insomnia.  
 
The complaint regarding the construction noise at New 
Clear Water Bay Road referred by CEDD and AECOM 
was received by ET on 30 August 2020. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that ELS to 
RW pile cap and construct RW footing were the major 
construction works conducted under contract 
NE/2017/03 at the photo record provided by the 
complaint at RIW1 near New Clear Water Bay Road 
adjacent to Choi Wan Estate starting from June 2020 to 
August 2020. Based on the observation of recent 
monitoring, excavation, grouting, welding and loading 
and unloading of materials were the major sources of 
the construction noise. Pre-drilling works have been 
conducted at the section near New Clear Water Bay 
Road adjacent to the Shun Lee Disciplined Services 
Quarters which is distance from the area that the 
complainant mentioned. 

 

No further mitigation measure for construction noise was 
implemented at the moment as no drilling works were 
observed recently. 

20200831 31 August 
2020 

Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, Resident of Hong Wah Court, 
reported to AECOM through the hotline dated on 31 
August 2020 that the construction noise generated from 
the construction site at the slope of Lin Tak Road was 
causing noise nuisance and also causing air quality 
impact. 

Remedial action taken according to the observations by 
ET: 

1. Setting up of noise barriers for the covering of 
working area and the plant was observed since 15 
June 2020. 

Closed 
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The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 2 
September 2020. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, slope cutting with breaker and driller were 
the major sources of the construction noise. Besides, 
breaking, drilling and loading and unloading of dusty 
materials were the major sources spreading dust. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

4. Sequencing of works was observed that the driller 
and breaker were operated alternatively to avoid 
concurrent noisy works. 

5. Water spraying for breaking works was observed. 

20200925_
1 

25 Sep 2020 Public 

Slope at Lin 
Tak Road, 
opposite to 
Hong Wah 

Court 

The complainant, district councillor, reported to AECOM 
through the hotline dated on 25 and 26 September 2020 
that the residents from Block B and C have complaint 
the construction noise generated from the construction 
site at the slope of Lin Tak Road was causing noise 
nuisance and queried about the standard level of 
construction level and the limit level set for the project. 
The measurement from the resident reached 107dB. 

The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
28 September 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. The condition of noise barriers was improved on 30 
September 2020 and extended the coverage on 8 
October 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

Closed 

20200925_
2 25 Sep 2020 EPD 

Slope at Lin 
Tak Road, 
opposite to 
Hong Wah 

Court 

The complainant reported to EPD dated on 25 
September 2020 that the contractor did not comply with 
the commitment of using silent equipment and the noise 
barriers were not placed properly. The complainant 
complaint about the equipment generated noise 
reaching 60dB to 80dB, which has exceeded the limit 
stated in EIAO. The complainant was also unsatisfied 
with the improper use of noise barriers, for example, the 

Remedial action taken according to the observations by 
ET: 

1. The condition of noise barriers was improved on 30 
September 2020 and extended the coverage on 8 
October 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

Closed 
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plant was not covered by noise barrier and the noise 
barriers were not relocated according to the change in 
working area. 

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 28 
September 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

20200926 26 Sep 2020 EPD 

Slope at Lin 
Tak Road, 
opposite to 
Hong Wah 

Court 

The complainant reported to EPD dated on 26 
September 2020 that the contractor did not comply with 
the commitment of paying extra effort in noise blocking 
and delay the starting time to 10:00 and end at 17:00. 
The construction noise generated reaching 80dB 
consecutively from 10:00 to 18:30. 

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 28 
September 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. The condition of noise barriers was improved on 30 
September 2020 and extended the coverage on 8 
October 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

Closed 

20200927_
1 27 Sep 2020 EPD 

Slope at Lin 
Tak Road, 
opposite to 
Hong Wah 

Court 

The complainant reported to EPD dated on 27 
September 2020 that the contractor did not comply with 
the commitment of paying extra effort in noise blocking 
and delay the starting time to 10:00 and end at 17:00.  

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 28 
September 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 

Remedial action taken according to the observations by 
ET: 

1. The condition of noise barriers was improved on 30 
September 2020 and extended the coverage on 8 
October 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 

Closed 
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contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

and site inspections. 

20200927_
2 27 Sep 2020 EPD 

Slope at Lin 
Tak Road, 
opposite to 
Hong Wah 

Court 

The complainant reported to EPD dated on 26 
September 2020 that the contractor did not comply with 
the commitment of paying extra effort in noise blocking 
and delay the starting time to 10:00 and end at 17:00. 
The construction noise generated reaching 80dB 
consecutively from 10:00 to 18:30. 

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 28 
September 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. The condition of noise barriers was improved on 30 
September 2020 and extended the coverage on 8 
October 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

Closed 

20200928 28 Sep 2020 EPD 

Slope at Lin 
Tak Road, 
opposite to 
Hong Wah 

Court 

The complainant reported to EPD dated on 28 
September 2020 that the construction noise level was 
within 50dB to 60dB and was acceptable from May 2020 
to 21 September 2020. Starting from 21 September 
2020, slope works have moved towards the estate to 
under 50m in distance. Moreover, the noise barriers 
were not erected properly by the workers and the 
construction noise level reached 80dB to 100dB. The 
restriction due to level difference of the construction site 
was understood by the considerate area was at 
relatively flat ground and should have enough space for 
setting up noise barrier. The contractor should follow the 
EIAO to minimize the construction noise and comply 
with the commitment of using quieter method or 
exploring other methods, hence, the residents do not 
have to suffer the high construction noise environment, 
The contractor may consider using quieter breaker and 
better materials for reducing the construction noise.  

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 28 

Remedial action taken according to the observations by 
ET: 

1. The condition of noise barriers was improved on 30 
September 2020 and extended the coverage on 8 
October 2020. 

2. Quieter breaker, claimed by the contractor, was 
observed installed.   

3. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

Closed 
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September 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

20201105 5 Nov 2020 EPD 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, general public, reported to EPD dated 
on 5 November 2020 that noise nuisance was 
generated from the construction site of Chun Wo.  

The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
10 November 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

5. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

 

Closed 

20201106 6 Nov 2020 EPD 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, general public, reported to EPD dated 
on 6 November 2020 that the incident of construction 
noise from Lin Tak Road have happened for more than 
two months. The residents at Hong Wah Court have 
complaint to the contractor, consultant and CEDD as 
well as the distrct councilor but no improvement was 
observed and the noise generated were very disturbing. 

The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
10 November 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

5. Grouping of PME and scheduled working time 

Closed 
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monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

have been set by the contractor shown on site. 

 

20201109 9 Nov 2020 EPD 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, general public, reported to EPD dated 
on 9 November 2020 that the use of quiet equipment 
and the noise barriers were not installed properly. The 
noise generated by the plants using on site have 
reached 60dB to 80dB and exceeded the limit stated in 
EIAO. The improper installation of noise barriers was 
the most unsatisfactory for the resident that the plant 
always worked beyond the coverage of noise barriers 
and the noise barriers were not setup according to the 
working progress. 

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 9 
November 2020. 

 According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, breaking works and drilling works were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

5. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

 

Closed 

20201111 11 Nov 2020 EPD 

Tseung Kwan 
O Road near 
Tseung Kwan 

O Tunnel 

The complainant reported to EPD that effluent discharge 
was observed from the construction site of CEDD near 
the Tseung Kwan O Tunnel dated on 11 November 
2020. The incident has been observed for 6 months.  

The complaint concerned on the effluent discharge at 
Tseung Kwan O Road was referred by EPD to ET on 16 
November 2020. 

According to the observation and inspection, the 
incident was caused by the overflow of runoff due to the 
blockage of gully and no connection of temporary 
drainage system was observed between the site and the 
gully at Tseung Kwan O Road and no discharge was 
observed from the site to the nearby gully. 

Remedial action taken according to the observations by 
ET: 

1. No remedial action is needed 

 

Closed 

20210123 23 Jan 2021 EPD 
Slope at Lin 
Tak Road, 
Opposite to 

The complainant, general public, reported to EPD dated 
on 23 January 2021 that the construction noise was 
serious and the work period was predicted to be end in 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 

Closed 
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Hong Wah 
Court 

2023 was considered to be long. The complainant has 
also mentioned the noise barrier was observed but not 
efficient in noise reduction. The complainant request the 
contractor to wrap the driller head during drilling works; 
cover the drilling area entirely by noise barrier till the line 
of sight of all levels could be blocked; setting up noise 
monitoring station at different floors at Hong Wah Court;  
increase number of inspection; setting up limit in length 
of noisy works in future. 

 

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 11 
February 2021. 

  

According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, drilling works were the major sources of the 
construction noise. 

barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Cantilever was observed at middle level since 12 
January 2021. 

5. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

6. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

 

20210205 05 Feb 2021 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, district councilor, reported to AECOM 
through project hotline dated on 05 February 2021 that 
the residents reflected the noise mitigation measures 
were not efficient, around 70% of time the driller worked 
outside the noise barriers coverage, making noise. 

 

The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
05 February 2021. 

  

According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, drilling works were the major sources of the 
construction noise. 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Cantilever was observed at middle level since 12 
January 2021. 

5. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

6. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

Closed 
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20210206 06 Feb 2021 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, resident of Hong Wah Court, reported 
to AECOM through project hotline dated on 06 February 
2021 that the residents reflected that one excavator was 
in operation from 08:20 and one driller was in operation 
later from 08:40 on 06 February 2021. 
 
The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
01 March 2021. 
  

According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Cantilever was observed at middle level since 12 
January 2021. 

5. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

6. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

 

Closed 

20210310 10 Mar 2021 Public 

New Clear 
Water Bay 

Road near Choi 
Wan Estate 

The complainant reported to 1823 online dated on 10 
March 2021 that the construction noise generated from 
the construction site at New Clear Water Bay Road 
adjacent to Choi Wan Estate was causing noise 
�Q�X�L�V�D�Q�F�H���W�R���F�R�P�S�O�D�L�Q�D�Q�W�¶�V���D�S�D�U�W�P�H�Q�W������ 

 

The complaint regarding the construction noise at New 
Clear Water Bay Road near Choi Wan Estate referred 
by CEDD and AECOM was received by ET on 15 March 
2021. 

  

According to the information provided by the contractor, 
and also reported in EM&A monthly report, that earth 
works temporary soil nail, form working platform, 
reinforced concrete works and no-fine concrete 

Remedial action taken according to the observations by 
ET: 

1. No further mitigation measure for construction 
noise was implemented at the moment. 

 

Closed 
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construction were the major construction works 
conducted under contract NE/2017/03 in the past three 
months at RIW1 near New Clear Water Bay Road. 
Based on the observation of recent monitoring, 
excavation and loading and unloading of materials were 
the major sources of the construction noise. 

210427_1 27 Apr 2021 Public 

Clear Water 
Bay Road, near 
Sienna Garden 

block 6 

The complainant, resident of No.8 Fei Ha Road, 
reported to AECOM through the hotline dated on 27 
April 2021 that the construction activities were 
commenced around 7:00 am, �P�D�N�L�Q�J�� �E�L�J�� �Q�R�L�V�H�� �³�E�R�R�P��
�E�R�R�P�´�� �I�U�R�P�� �W�K�H�� �F�R�Q�V�W�U�X�F�W�L�R�Q�� �V�L�W�H�� �X�Q�G�H�U�� �&�R�Q�W�U�D�F�W��
NE/2017/03 at Clear Water Bay Road. Nearby residents 
were affected by the noise nuisance and the 
complainant asked Contractor to commence the 
construction activities after 9:00 am. 

 

In addition, the complainant also reflected that the 
windows need to be closed all the time due to the 
fugitive dust from the construction works at RIW2. 
Contractor was required to review and enhance the dust 
mitigation measures. 

 

The complaints regarding the construction noise and 
dust at Clear Water Bay Road referred by AECOM was 
received by ET on 27 April 2021. 

  

According to the information provided by the contractor, 
and recent site inspections, that breaking, excavation, 
and mini-pile works were conducted under contract 
NE/2017/03 at RIW2 of Clear Water Bay Road. Based 
on the observation of recent monitoring, breaking and 
piling were the major noise source. 

Remedial action taken according to the observations by 
ET: 

1. Noise barriers have been setup for noise mitigation 
measure. 

2. QPME was observed on site. 

3. Work sequence at Clear Water Bay Road near 
residential estate was re-arranged, piling works will 
be commenced after 09:00am in order to minimize 
the nuisance to the residents and commencement 
time of other site activities will be remained 
unchanged. 

4. Water spraying has been applied and cylindrical 
tarpaulin was used to enclose the piling area for 
dust suppression measures. 

 

Closed 

210427_2 27 Apr 2021 Public 

Clear Water 
Bay Road, near 
Sienna Garden 

block 6 

The complainant, reported to AECOM through the 
hotline dated on 27 April 2021 that they were affected 
by the noise nuisance from the construction site under 
Contract NE/2017/03 at Clear Water Bay Road in the 
early morning. 
 
The complaints regarding the construction noise at 

Remedial action taken according to the observations by 
ET: 

1. Noise barriers have been setup for noise mitigation 
measure. 

2. QPME was observed on site. 

3. Work sequence at Clear Water Bay Road near 

Closed 
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Clear Water Bay Road referred by AECOM was 
received by ET on 27 April 2021. 
  
According to the information provided by the contractor, 
and recent site inspections, that breaking, excavation, 
and mini-pile works were conducted under contract 
NE/2017/03 at RIW2 of Clear Water Bay Road. Based 
on the observation of recent monitoring, breaking and 
piling were the major noise source. 

 

residential estate was re-arranged, piling works will 
be commenced after 09:00am in order to minimize 
the nuisance to the residents and commencement 
time of other site activities will be remained 
unchanged. 

 

210508 08 & 10 May 
2021 Public 

Clear Water 
Bay Road, near 
Sienna Garden 

block 6 

 
The complainant, resident of No. 8 Fei Ha Road, 
reported to AECOM through the hotline dated on 08 and 
10 May 2021 that they were severely affected by the 
noise nuisance and fugitive dust from the construction 
site under Contract NE/2017/03 at Clear Water Bay 
Road. 
 
The complaints regarding the construction noise and 
fugitive dust at Clear Water Bay Road referred by 
AECOM was received by ET on 12 May 2021. 

 
According to the information provided by the contractor, 
and recent site inspections, that breaking, excavation, 
and mini-pile works were conducted under contract 
NE/2017/03 at RIW2 of Clear Water Bay Road. Based 
on the observation of recent monitoring, breaking and 
piling were the major noise source. 

 

Remedial action taken according to the observations by 
ET: 

1. Noise barriers have been setup for noise mitigation 
measure. 

2. QPME was observed on site. 

3. Work sequence at Clear Water Bay Road near 
residential estate was re-arranged, piling works will 
be commenced after 09:00am in order to minimize 
the nuisance to the residents and commencement 
time of other site activities will be remained 
unchanged. 

4. Water spraying has been applied and cylindrical 
tarpaulin was used to enclose the piling area for 
dust suppression measures. 

 

Closed 
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210614 14 June 2021 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

 
The complainant, general public, reported to EPD dated 
on 14 June 2021 that nearby residents were affected by 
the construction noise generated from the driller in 
relation to the site area at Lin Tak Road in the early 
morning 
 

The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 24 
June 2021. 

  

According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring, drilling and breaking works were the major 
sources of the construction noise. 

 

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

5. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

 

Closed 

210831 31 August 
2021 Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

 
The complainant, general public, reported to EPD dated 
on 31 August 2021 that nearby residents were affected 
by the construction noise generated from the driller in 
relation to the site area at Lin Tak Road in the morning.  
 
The complaint regarding the construction noise at Lin 
Tak Road referred by EPD was received by ET on 03 
September 2021. 

 
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019. Based on the observation of recent 
monitoring and construction site diary on August 2021, 
drilling and rock splitting work were the major sources of 
the construction noise. 

Remedial action taken according to the observations by 
ET: 

4. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

5. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

6. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

7. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

8. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

Closed 
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Nature of Complaint  Outcome  Status  

210916 
16 

September 
2021 

Public 

At New Clear 
Water Bay 

Road near Choi 
Wan Estate 

 
The complainant reported to 1823 online dated on 16 
September 2021 that the construction noise generated 
from the construction site at New Clear Water Bay Road 
adjacent to Choi Wan Estate was causing noise 
nuisance to �F�R�P�S�O�D�L�Q�D�Q�W�¶�V�� �D�S�D�U�W�P�H�Q�W���� Construction 
activities starting from 8:30 to dusk and even on 
Sunday. The construction activities have been 
conducted for a year especially for drilling works. The 
complainant has measured the construction noise with 
mobile app and obtained 64dB in average for one driller. 
The complainant said the condition was worse when two 
to three drillers operated at the same time. The 
complainant asked the completion date of the 
construction works and whether the construction noise 
would affect the health of people as the complainant 
was seriously influenced by the noise and causing 
insomnia.  
 
The complaint regarding the construction noise at Lin 
Tak Road referred by CEDD and AECOM was received 
by ET on 23 September 2021. 
 
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that ELS to 
RW pile cap and construct RW footing were the major 
construction works conducted under contract 
NE/2017/03 at the photo record provided by the 
complaint at RIW1 near New Clear Water Bay Road 
adjacent to Choi Wan Estate. Based on the observation 
of recent monitoring, excavation, piling, grouting, 
welding and loading and unloading of materials were the 
major sources of the construction noise. 

Remedial action taken according to the observations by 
ET: 

1. Noisy equipment such as rock breakers were 
installed with noise barrier and absorptive material 
during operation.  

2. QPMEs and site activities rescheduling have been 
installed and planned by the contractor as 
mitigation measures. 

Closed 



 

Balfour
Bea~y  

 
 
Lam Environmental Services Limited  
 

 

Service Contract No: EDO/01/2017 
Environmental Team for  

Development of Anderson Road Quarry Site �±  
Road Improvement Works  

 

  Monthly EM&A Report 
Appendix 8.1 

Complaint 
Log No.  

Date of 
Complaint  

Received 
From and 

Received By  

Location of 
Complainant  
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210930 
30 

September 
2021 

Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

 
The complainant, reported to AECOM through project 
hotline dated on 30 September 2021 that the residents 
reflected that the construction noise generated from the 
construction site at the slope of Lin Tak Road causing 
large noise nuisance from 8 am to 6 pm during working 
days. 
 
The complaint regarding the construction noise at Lin 
Tak Road referred by AECOM was received by ET on 
30 September 2021. 
  
According to the information provided by the contractor, 
and also reported in EM&A monthly report, that slope 
works using drill and split method were conducted under 
contract NE/2017/03 at RIW3 of Lin Tak Road starting 
from August 2019.  

Remedial action taken according to the observations by 
ET: 

1. The plant and working area were covered by noise 
barrier in most of the time during noise monitoring 
and site inspections. 

2. Noise absorption material was observed installed 
at the upper level since 20 October 2020. 

3. Additional noise barrier was observed installed at 
lower level on 9 November 2020. 

4. Cantilever was observed at middle level since 12 
January 2021. 

5. Sequencing of noisy works to be not operating at 
the same time for most of the time during 
inspection. 

6. Grouping of PME and scheduled working time 
have been set by the contractor shown on site. 

Closed 

211013 13 October 
2021 

Public Slope at Lin 
Tak Road 

The complainant reported through Project hotline that 
muddy runoff was observed from the construction site of 
CEDD near Lin Tak Road dated on 13 October 2021. 
 
The complaint concerned on the muddy runoff at Lin 
Tak Road was referred by RSS to ET on 18 October 
2021. 
 
According to the observation and inspection, muddy 
runoff was caused by the adverse weather, Amber 
Rainstorm Warning Signal and Strong Wind Signal no.8 
came into force on 13 October 2021. Heavy rainfall 
flowed down the slope and became muddy. 

Remedial action taken according to the observations by 
ET: 

The Contractor has reinforced the bundings in the site 
area to prevent any potential muddy runoff from leaking 
outside the site area. 

Closed 
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220214 
14 February 

2022 Public 

New Clear 
Water Bay 

Road, near the 
Shun Lee 
Disciplined 
Services 
Quarters 

The complainant reported to 1823 hotline on 14 
February 2022 regarding construction noise and air 
pollution generated from the RIW2 construction sites. 
The case was referred to the ET on 4 March 2022. 
 
�$�F�F�R�U�G�L�Q�J�� �W�R�� �W�K�H�� �&�R�Q�W�U�D�F�W�R�U�¶�V�� �L�Q�I�R�U�P�D�W�L�R�Q���� �H�U�H�F�W�L�R�Q�� �R�I��
formwork, piling excavation, sheet piling and grouting 
were conducted at RIW2 during February 2022. 

 
According to the monitoring records and inspections, 
there were no noise and air quality exceedances 
recorded at the monitoring stations at RIW2 during 
January, February and March 2022. Noise barriers 
around PMEs and water spraying as dust suppression 
were observed to be implemented by the Contractor.  

Remedial actions to the Contractor as recommended by 
ET: 

1. Turn off any noisy equipment in idle.  

2. Provide regular water spraying in the site area during 
dry period. 

Closed 

220801 
1 August 

2022 EPD 

New Clear 
Water Bay 

Road, near the 
Shun Lee 
Disciplined 
Services 
Quarters 

The complainant has contacted EPD before August 
2022 who noticed a 24 hour low frequency mechanical 
noise such as grouting noise and drilling noise 
emanating from the construction site (RIW1) at New 
Clear Water Bay Road since early June 2022. The case 
was referred to the ET on 1 August 2022. 
 
�$�F�F�R�U�G�L�Q�J���W�R���&�R�Q�W�U�D�F�W�R�U�¶�V���L�Q�I�R�U�P�D�W�L�R�Q�����S�L�O�O�L�Q�J���Z�R�U�N�V���Z�H�U�H��
being conducted at RIW1 during day times in this time 
period. No major works with PMEs were scheduled 
between 19:00 and 07:00. No recent CNP was applied 
to the complained section of the site area. 

Remedial actions to the Contractor as recommended by 
ET: 

1. Turn off any PMEs after 19:00 on each working days. 
Inspections should be conducted by the Contractor to 
ensure compliances. 

Closed 

221010 10 October 
2022 

Public 

Slope at Lin 
Tak Road, 
Opposite to 
Hong Wah 

Court 

The complainant, resident of Hong Wah Court, reported 
to AECOM through project hotline on 10 October 2022 
regarding the inadequate noise barrier for the rock 
breaker at Slope D3 during its operation at 8:40am, 8 
Oct 2022 and 10:05am, 10 Oct 2022. 
 
�$�F�F�R�U�G�L�Q�J�� �W�R�� �&�R�Q�W�U�D�F�W�R�U�¶�V�� �D�Q�G��complainant�¶�V��
information, rock breaking works were being conducted 
at Slope D3 during this time period. Noise barrier was 
presented at the slope near the breaker but was 
considered to be inadequate. 

The complaint is considered to be project related.  

 

Remedial actions to the Contractor as recommended by 
ET: 

1. Grouping of the PMEs and works schedule should be 
further reviewed to reduce the noise impact to the 
residents. The Contractor should provide the works 
schedule and notifications at the site entrance. 

2.  Additional noise barriers should be provided around 
the rock breaker by the Contractor to mitigate the 
noise impact. 

Closed 
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221014 
14 October 

2022 Public 

Slope at Lin 
Tak Road, 
Opposite to 

Hing Tin Estate 

The complainant, resident of Hing Tin Estate, reported 
to AECOM through project hotline on 14 October 2022 
regarding the inadequate noise barrier for the rock 
breaker at Slope D4 during its operation at 10:15am, 14 
Oct 2022. 
 
�$�F�F�R�U�G�L�Q�J�� �W�R�� �&�R�Q�W�U�D�F�W�R�U�¶�V�� �D�Q�G��complainant�¶�V��
information, rock breaking works were being conducted 
at Slope D4 during this time period. Noise barrier was 
presented at the slope near the breaker but was 
considered to be inadequate. 

The complaint is considered to be project related.  

 

Remedial actions to the Contractor as recommended by 
ET: 

1. Grouping of the PMEs and works schedule should be 
further reviewed to reduce the noise impact to the 
residents. The Contractor should provide the works 
schedule and notifications at the site entrance. 

2.  Additional noise barriers should be provided around 
the rock breaker by the Contractor to mitigate the 
noise impact. 

Closed 

230210 10 February 
2023 EPD Slope D3 at Lin 

Tak Road 

The complainant, resident of Hong Wah Court, 
contacted EPD in February 2023 regarding the 
inadequate noise barrier for the rock breaker at Slope 
D3 during its operation in day time. The case was 
referred to the ET on 15 March 2023. 
 
�$�F�F�R�U�G�L�Q�J�� �W�R�� �&�R�Q�W�U�D�F�W�R�U�¶�V�� �D�Q�G��complainant�¶�V��
information, rock breaking works were being conducted 
at Slope D3 during this time period. Noise barrier was 
presented at the slope near the breaker but was 
considered to be inadequate. 
 

The complaint is considered to be project related. 
Additional noise monitoring were subsequently 
conducted by the ET to ensure compliance of the 
construction noise level in this works area. 

 

Remedial actions to the Contractor as recommended by 
ET: 

1. Grouping of the PMEs and works schedule should be 
further reviewed to reduce the noise impact to the 
residents. The Contractor should reduce the amount 
of PMEs working at the same time to reduce the 
impact. 

2. Additional noise barriers were provided around the 
rock breaker by the Contractor to mitigate the noise 
impact. 

Closed 
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230311 
11 March 

2023 Public 
Slope D3 at Lin 

Tak Road 

The complainant, resident of Hong Wah Court, reported 
to AECOM through project hotline on 11 March 2023 
regarding the inadequate noise barrier for the rock 
breaker at Slope D3 during its operation at 9:00am, 11 
March 2023. 
 
�$�F�F�R�U�G�L�Q�J�� �W�R�� �&�R�Q�W�U�D�F�W�R�U�¶�V�� �D�Q�G��complainant�¶�V��
information, rock breaking works were being conducted 
at Slope D3 during this time period. Noise barrier was 
presented at the slope near the breaker but was 
considered to be inadequate. 
 

The complaint is considered to be project related. 
Additional noise monitoring were subsequently 
conducted by the ET to ensure compliance of the 
construction noise level in this works area. 

 

Remedial actions to the Contractor as recommended by 
ET: 

1. Grouping of the PMEs and works schedule should be 
further reviewed to reduce the noise impact to the 
residents. The Contractor should reduce the amount 
of PMEs working at the same time to reduce the 
impact. 

2. Additional noise barriers were provided around the 
rock breaker by the Contractor to mitigate the noise 
impact. 

Closed 

230320 
20 March 

2023 Public 
Near New 

Clear Water 
Bay Road 

The complainant reported to DR through project hotline 
on 20 March 2023 regarding the noise of the 
construction works from the site RIW1 at New Clear 
Water Bay Road in the morning. 
 
�$�F�F�R�U�G�L�Q�J���W�R���&�R�Q�W�U�D�F�W�R�U�¶�V���L�Q�I�R�U�P�D�W�L�R�Q�����S�L�O�O�L�Q�J���Z�R�U�N�V���Z�H�U�H��
being conducted at RIW1 during this time period. Noise 
level exceedance was not recorded in this works area 
for the past year.  

The complaint is considered to be project related. 
Additional noise monitoring were subsequently 
conducted by the ET to ensure compliance of the 
construction noise level in this works area. 

 

Remedial actions to the Contractor as recommended by 
ET: 

1. Grouping of the PMEs and works schedule should be 
further reviewed to reduce the noise impact to the 
residents. The Contractor should reduce the amount 
of PMEs working at the same time to reduce the 
impact. 

 

2. Additional noise barriers should be provided around 
the PMEs by the Contractor to mitigate the noise 
impact. 

Closed 
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240105 
5 January 

2024 Public 
Slope D3 at Lin 

Tak Road 

The complainant, resident of Hong Wah Court, reported 
to ER through 1823 hotline regarding the excessive 
noise from the site area at Slope D3 during construction 
between 8:00 and 18:00 on 5 January 2024. 
 
According to site observations and complainant�¶�V��
information, rock breaking and slope drilling works were 
being conducted at Slope D3 during this time period. 
Noise barrier was presented at the slope near the 
breaker but was considered to be inadequate and 
require further review for improvement. 
 

The complaint is considered to be project related. While 
further noise exceedances were not recorded in the 
area, remedial actions are recommended by ET to the 
Contractor to improve the mitigation measures: 

1. Grouping of the PMEs and works schedule should 
be further reviewed to reduce the noise impact to 
the residents. The Contractor should reduce the 
amount of PMEs working at the same time to 
reduce the impact. 

2. Additional noise barriers shall be installed around 
the breakers by the Contractor to mitigate the 
noise impact. 

Closed 

240127 
27 January 

2024 Public 
Slope D3 at Lin 

Tak Road 

The complainant, resident of Hong Wah Court, reported 
to ER through project hotline, stating that noisy 
construction works had begun in the site area at Slope 
D3 at 8:30am on 27 January 2024. 
 
According to complainant�¶�V�� �L�Q�I�R�U�P�D�W�L�R�Q���� �U�R�F�N�� �V�R�U�W�L�Q�J��
works via excavator were being conducted at Slope D3 
at the time.  

The complaint is considered to be project related. While 
the major noise generated construction works of rock 
breaking and drilling were not conducted at the time of 
the complaint. The Contractor should nevertheless 
review the work schedule of the Project to suit the 
nearby residents in order to avoid any noise nuisance. 

Closed 

240127 9 February 
2024 EPD Lin Tak Road, 

Hing Tin Estate 

The complainant reported to EPD that the site area at 
Lin Tak Road near Hing Tin Estate had leakage of 
waste water. 
 
Based on complainant�¶�V�� �L�Q�I�R�U�P�D�W�L�R�Q����the area of 
concern is Slope D4 at Site RIW3. During ET�¶�V�� �U�H�J�X�O�D�U��
site inspection, no potential source of construction 
waste water discharge was observed from this area. 
Therefore, it�¶�V�� �O�L�N�H�O�\�� �W�K�D�W�� �V�X�U�I�D�F�H�� �U�X�Q�R�I�I occurred during 
rainstorm could be the source of any potential waste 
water. 

The contractor has provided a temporary drainage 
channel along the site boundary to divert the surface 
runoff within the site towards the waste water treatment 
tank prior to the discharge of public drainage system. 
Further repair works on the drainage channel was 
conducted and completed on 3 February 2024. 
 
No further leakage of waste water was observed from the 
site area. Regular site inspections shall be conducted to 
ensure no waste water leakage would be occurred. 

Closed 

 





Activity ID Activity Name Duration Start Finish

NE2017/03 - ARQ PHASE 2A - M oNE2017/03 - ARQ PHASE 2A - Monthly Programme Update (202401)-1 _240221 1761 21-Jun-21 A 11-Sep-26

Road Improvement Works Loc aRoad Improvement Works Location 1 (RIW1) 528 21-Jun-21 A 15-Oct-24

Construction WorksConstruction Works 528 21-Jun-21 A 15-Oct-24

CON12110 Drainage, utilities works & backfilling (RWC2 type 4, 6, 7, 8) 60 21-Jun-21 A 19-Jul-24

CON12130 Road works (RWC2 type 4, 6, 7, 8) 60 26-Jul-21 A 23-Aug-24

CON12134 Install stone facing for wall (RWC2 type 4, 6, 7, 8) 72 02-Aug-21 A 15-Oct-24

CON10432 Construct RW footing (RWC2 type 4 [bay 45 to bay 38]) 42 01-Jun-23 A 01-Feb-24

CON10434 Construct RW wall  (RWC2 type 4 [bay 45 to bay 38]) 42 08-Jul-23 A 05-Feb-24

CON10452A ELS to retaining wall footing (RWC2 type 3a Bay 37 to Bay 31) 72 30-Nov-23 A 28-Feb-24

CON10756 Construct RW wall (RWC2 type 3, stage 1), 1 team 72 30-Nov-23 A 24-Feb-24

CON10770 Install sheet pile & ELS to RW pile cap (RWC2 type 3, stage 2), 1 team 72 02-Jan-24 A 28-Mar-24

CON12556 Install pillar box (KS27 east side) 36 08-Jan-24 A 21-Feb-24

CON10614 Install sheet pile (RWC2 bay6 to bay14) 36 08-Jan-24 A 21-Feb-24

CON11694 Drainage works under FE1-PC6b & FE1-PC7b 30 12-Jan-24 A 19-Feb-24

CON11328D Subletting works - socketed H-pile at CT5 36 15-Jan-24 A 28-Feb-24

CON12489 Install pillar box (KS27 west side) 42 15-Jan-24 A 06-Mar-24

CON11530 Construct piling foundation on CT6 Type 1 (18nos, 2d/no, 1 team) + 2d for 1st 38 22-Jan-24 08-Mar-24

CON10390 Construct pile cap  (RWC2 type 5 [bay 46]) 30 22-Jan-24 28-Feb-24

CON12488 Install lift (KS27 west side) 42 22-Jan-24 13-Mar-24

CON12554 Install lift (KS27 east side) 36 22-Jan-24 06-Mar-24

CON115743 Construct NB RC footing (FE1-F6b to FE1-F7b, 30m, 1.0m/d, 1 team) 18 20-Feb-24 11-Mar-24

CON125561 Backfilling works & hard-landscaping works (KS27 east side) 36 22-Feb-24 08-Apr-24

CON10616 Install sheet pile (RWC2 bay6 to bay14) 36 22-Feb-24 08-Apr-24

CON11330 Construct CT5 piling foundation (15nos, 6d/no, 1 team + setup) 90 29-Feb-24 20-Jun-24

CON10430 Construct RW wall  (RWC2 type 5 [bay 46]) 36 29-Feb-24 15-Apr-24

CON124891 Backfilling works & hard-landscaping works (KS27 west side) 36 07-Mar-24 22-Apr-24

CON11532 Construct piling foundation on CT6 Type 2 (21nos, 2d/no, 1 team) 42 09-Mar-24 02-May-24

CON115763 Construct NB RC wall (FE1-F6b to FE1-F7b, 30m, 0.85m/d, 1 team) 24 12-Mar-24 12-Apr-24

CON10790 Construct RW pile cap / footing (RWC2 type 3, stage 2), 1 team 42 02-Apr-24 23-May-24

CON12570 T&C to lift, submit LE5 and EMSD inspection (KS27 east side) 20 09-Apr-24 02-May-24

CON10652 Construct RW footing (RWC2 bay6 to bay14) 36 09-Apr-24 22-May-24

CON11710 Drainage, utilities works, backfilling & road paving (FE1-F4b to FE1-F7b & FE1- 30 13-Apr-24 20-May-24

CON12210 Drainage, utilities works & backfilling (RWC2 type 5) 36 16-Apr-24 29-May-24

CON10412 Construct RW footing (RWC2 type 6 [bay 48 to bay 47]) 24 16-Apr-24 14-May-24

CON10512 Construct RW footing (RWC2 type 3a Bay 37 to Bay 31) 84 16-Apr-24 26-Jul-24

CON12492 T&C to lift, submit LE5 and EMSD inspection (KS27 west side) 1 23-Apr-24 23-Apr-24

CON12590 T&C and Statutory Inspection _KS27 30 03-May-24 07-Jun-24

CON115321 (NCE036) Additional duration for Great Depth Condition on Rockhead Level fo 28 03-May-24 05-Jun-24

CON10414 Construct RW wall (RWC2 type 6 [bay 48 to bay 47]) 24 16-May-24 13-Jun-24

CON11730 Erect steel column (FE1-F4b to FE1-F7b & FE1-PC1b) 90 21-May-24 04-Sep-24

CON11770 Traffic diversion (FE1 "b" side & CT6) 6 21-May-24 27-May-24

CON10654 Construct RW wall (RWC2 type 2) 48 23-May-24 19-Jul-24

CON10514 Construct RW footing (RWC2 type 3a Bay 37 to Bay 31) 84 23-May-24 30-Aug-24

CON10810 Construct RW wall (RWC2 type 3, stage 2), 1 team 60 24-May-24 03-Aug-24

CON11772 Utilities detection 18 28-May-24 18-Jun-24

CON12230 Road works (RWC2 type 5) 36 30-May-24 12-Jul-24

Road Improvement Works Loc aRoad Improvement Works Location 2 (RIW2) 436 26-Nov-23 A 28-Feb-25

Construction Works in Slope C 3Construction Works in Slope C3 (Portion B) 187 26-Nov-23 A 22-Jun-24

CON20250 Fabrication of NB steel post - central median along new clean water bay road t 182 26-Nov-23 A 25-May-24

CON21116A (NCE255) Design review to drainage works at Portion B 30 04-Dec-23 A 14-Feb-24

CON20310 Acoustic panels along slope side delivery 28 18-Jan-24 A 14-Feb-24

CON20330 Fabrication of NB Acoustic panels - central median near junction at on sau road 105 15-Feb-24 29-May-24

CON21116B (NCE255) Road works at new U-turn bay (Remaining part) 30 15-Feb-24 20-Mar-24

CON21150 Construct hard landscape works at Portion B (Part 1) 60 21-Mar-24 05-Jun-24

CON21170 Construct hard landscape works at Portion B (Part 2) 60 21-Mar-24 05-Jun-24

CON21190 Construct hard landscape works at Portion B (Part 3) 60 21-Mar-24 05-Jun-24

CON20270 Steel post along new clean water bay road to kowloon delivery 24 26-May-24 18-Jun-24

CON20350 Acoustic panels near on sau road left turn to kowloon side delivery 24 30-May-24 22-Jun-24

Construction Noise Semi-Enclo sConstruction Noise Semi-Enclosure SE2 (Portion C) 348 15-Dec-23 A 28-Feb-25

CON21730 Construct NB RC L-shaped wall  (SE2 Bay4 to Bay12; L=110m) 60 15-Dec-23 A 29-Feb-24

CON22030 Excavate & install lateral support for UU (SE2 Bay13 to Bay21; L=85m, 1 team 42 27-Dec-23 A 17-Feb-24

74 75 76 77
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Activity ID Activity Name Duration Start Finish

CON22050 Construct NB footing (SE2 Bay13 to Bay21; L=85m) 54 25-Jan-24 03-Apr-24

CON21750 Backfilling, construct road drainage & road paving  (CT4, SE2 Bay4 to Bay12; L 60 28-Feb-24 13-May-24

CON22070 Construct NB RC L-shaped wall (SE2 Bay13 to Bay21; L=85m) 54 04-Mar-24 10-May-24

CON22590 Road lighting, irrigation system & utilities works 240 11-May-24 28-Feb-25

CON22090 Backfilling, construct road drainage & road paving (SE2 Bay13 to Bay21; L=85 54 11-May-24 16-Jul-24

CON22570 Slope implovement Works (pit-by-pit method) (CT4 & SE2 fount part, 250nos p 120 11-May-24 03-Oct-24

CON22610 Application for power supply & energization (RIW2) 156 11-May-24 15-Nov-24

Road Improvement Works Loc aRoad Improvement Works Location 3 (RIW3) 1428 19-Jul-21 A 11-Sep-26

Construction WorksConstruction Works 1428 19-Jul-21 A 11-Sep-26

CON31130 (NCE215) (CE595) Cut slope works (CH115 to CH200) (L=85m, 13007m3, 10 1300 19-Jul-21 A 15-Oct-25

CON31212 Rock slope mapping (Stage 2) 180 03-Oct-22 A 21-Feb-24

CON31170 Soil nail works & further construct RWD3 (11NE-D/F246, stage 2) 150 21-Oct-22 A 07-Feb-24

CON31710 Construct footing, pier & pier head F1-4 144 20-Dec-22 A 12-Apr-24

CON31214 PM review & acceptance and slope stabilization measures (Stage 2) 180 20-Jan-23 A 04-Jul-24

CON32810 Road works (RWD2 remaining) 42 05-Jun-23 A 03-Feb-24

CON31290 Reinstatment works & fill no-fine concrete works 90 09-Jun-23 A 15-Mar-24

CON30673 TTA application at SMPR for fresh watermain connection A & B 60 26-Aug-23 A 27-Jan-24

CON31550 Cut slope & construct soil nails (55nos 10m depth, 3.5d/no, 3 teams) (Slope D4 60 30-Aug-23 A 03-Feb-24

CON30510 Road works (RWD1 Bay8 to Bay14a) 42 04-Sep-23 A 05-Feb-24

CON305073 (NCE281) Gasmain laying alown RWD1 (RWD1 Bay8 to Bay14a) (By Townga 42 03-Nov-23 A 22-Jan-24

CON324387 ELS works at (NB SE1 Bay6 to Bay1 & VB1) 18 11-Nov-23 A 27-Jan-24

CON32440 Construct type 2 NB footing (SE1 bay6 to bay1 & VB1) 12 18-Dec-23 A 03-Feb-24

CON30688 (NCE281) Gasmain laying alown RWD1 (RWD1 Bay7 to Bay1) (By Towngas) 42 22-Dec-23 A 15-Feb-24

CON30570 Drainage & utilities works (Type 4 RW) 42 15-Jan-24 A 06-Mar-24

CON30674 Construct fresh watermain connection A & B 60 29-Jan-24 15-Apr-24

CON30610 Road works (Type 4 RW) 42 05-Feb-24 27-Mar-24

CON32444 Construct SE1 bay6 to bay1 & VB1 (lower-pour) retaining wall 12 05-Feb-24 21-Feb-24

CON31554 Construct U-channel, stairway and slope surface works 42 05-Feb-24 27-Mar-24

CON31190 Erect working platform for soil nail works (Slope D3, stage 2) 42 08-Feb-24 03-Apr-24

CON32448 Construct SE1 & VB1 (upper-pour) retaining wall 12 22-Feb-24 06-Mar-24

CON31552 Cut slope works (Slope D3) (CH430 to CH330) (L=100m, 7500m3, 10m3/d) 750 02-Mar-24 11-Sep-26

CON32432 Backfilling to watermain's level (NB SE1 Bay1 to Bay6) 24 07-Mar-24 08-Apr-24

CON324481 Construct type 2 NB footing (SE1 bay8 & VB1) 12 07-Mar-24 20-Mar-24

CON324483 Construct SE1 bay8 (lower-pour) retaining wall 12 21-Mar-24 08-Apr-24

CON31570 Utilities works & drainage works (Slope D4) 60 28-Mar-24 13-Jun-24

CON31210 Soil nail works (11NE-D/C190, stage 2) 135 05-Apr-24 13-Sep-24

CON30666 Lay twin DN600 watermain at RW RWD1a Bay1 - Bay5 (FW CH200 to CH250 18 09-Apr-24 29-Apr-24

CON30664 Lay twin DN600 watermain at SE1 Bay1 - Bay6 (FW CH100 to CH140) 18 09-Apr-24 29-Apr-24

CON324485 Construct SE1 bay8 (upper-pour) retaining wall 12 09-Apr-24 22-Apr-24

CON31990 Construct bridge deck #33~#43 by form traveller @pier F1-4, 5 pairs 140 13-Apr-24 28-Sep-24
CON30676 Trial pit / inspection pit excavation for slat watermain D lower connection 12 16-Apr-24 29-Apr-24

CON324487 Backfill SE1 bay8 30 23-Apr-24 29-May-24

CON30550 Road works (RWD1 Bay1 to Bay7) 24 30-Apr-24 29-May-24

CON30678 Construct slat watermain D lower connection 36 30-Apr-24 13-Jun-24

CON31590 Road works (Slope D4) 60 08-May-24 19-Jul-24

CON30170 Slope works & fill no-fine concrete at slope D1 (Level 1/4, 400m3) 72 30-May-24 23-Aug-24

Pedestrian Connectivity Facilit yPedestrian Connectivity Facility System B (SYB) 165 23-Dec-23 A 23-Jul-24

Construction WorksConstruction Works 165 23-Dec-23 A 23-Jul-24

CON52252 Erect footbridge steel frame PC8 to PC7 (P8 to P7) (temporary erection) 42 23-Dec-23 A 03-Feb-24

CON51186 Submission works for ABWF works at System B 30 30-Dec-23 A 03-Feb-24

CON51870 PM Review & acceptance works submission for reinstatement works near SyB 18 09-Jan-24 A 29-Jan-24

CON51890 Reinstatement works near SyB-Abt (Slope B1 Partial) 30 15-Jan-24 A 29-Feb-24

CON52570 Construct escalator pit LT1 to P3 (E1 & E2) 48 22-Jan-24 20-Mar-24

CON52590 Install steel roof (steel frame) P4 to P7 18 22-Jan-24 14-Feb-24

CON51994 Construct pier SYB-P1 pier head 36 22-Jan-24 06-Mar-24

CON51190 ABWF works @SYB-LT1 18 05-Feb-24 28-Feb-24

CON52250 Erect footbridge steel frame PC8 to PC7 (P8 to P7) 6 05-Feb-24 14-Feb-24

CON52248 Erect footbridge steel frame SYB-A1 to PC8 (A1 to P8) (temporary erection) 30 05-Feb-24 13-Mar-24

CON52610 Install steel roof (steel frame) P3 to P4 18 15-Feb-24 06-Mar-24

CON52390 Construct deck slab, planter wall and roofing PC8 to PC7 (P8 to P7) 30 15-Feb-24 20-Mar-24

CON52410 Construct deck slab, planter wall and roofing PC7 to PC6 (P7 to P6) 30 15-Feb-24 20-Mar-24
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Activity ID Activity Name Duration Start Finish

CON52470 Construct deck slab, planter wall and roofing PC6 to PC4 (P6 to P5) 30 15-Feb-24 20-Mar-24

CON52490 Construct deck slab, planter wall and roofing PC4 to PC3 (P5 to LT1) 30 15-Feb-24 20-Mar-24

CON52790 ABWF works @ escalator pit P7 to P4 48 15-Feb-24 15-Apr-24

CON52450 Construct deck slab, planter wall and roofing PC1 to ex. footbridge (P1) 30 15-Feb-24 20-Mar-24

CON51490 E&M works @SYB-LT1 30 29-Feb-24 08-Apr-24

CON51192 ABWF works @SYB-LT1 (other than lift shart area) 60 29-Feb-24 14-May-24

CON52810 ABWF works @ escalator pit P4 to P3 48 07-Mar-24 07-May-24

CON52230 Erect footbridge steel frame SYB-A1 to PC8 (A1 to P8) (final fixed) 6 14-Mar-24 20-Mar-24

CON52290 Erect footbridge steel frame PC2 to PC1 (P2 to P1) 24 14-Mar-24 15-Apr-24

CON53090 E&M works @ escalator pit P7 to P4 54 14-Mar-24 22-May-24

CON52172 Construct superstructure SYB-LT1 (remaining works, support of escalator) 30 14-Mar-24 22-Apr-24

CON52630 Install steel roof (steel frame) LT1 to P3 18 21-Mar-24 15-Apr-24

CON52370 Construct deck slab, planter wall and roofing SYB-A1 to PC8 (A1 to P8) 30 21-Mar-24 29-Apr-24

CON52670 ABWF works @ steel frame footbridge P8 to P7 48 21-Mar-24 22-May-24

CON52690 ABWF works @ steel frame footbridge P7 to P6 48 21-Mar-24 22-May-24

CON52710 ABWF works @ steel frame footbridge P6 to P5 48 21-Mar-24 22-May-24

CON52730 ABWF works @ steel frame footbridge P5 to LT1 48 21-Mar-24 22-May-24

CON52770 ABWF works @ steel frame footbridge P1 to connect ex. footbridge 48 21-Mar-24 22-May-24

CON52174 Construct R.C. desk P2 to LT1 48 25-Mar-24 25-May-24

CON52870 Install lifts SYB-LT1A & SYB-LT1B 72 09-Apr-24 05-Jul-24

CON53150 E&M works @ escalator pit P4 to P3 54 09-Apr-24 13-Jun-24

CON51492 E&M works @SYB-LT1 (other than lift shaft area) 48 09-Apr-24 05-Jun-24

CON52830 ABWF works @ escalator pit P3 to LT1 48 16-Apr-24 13-Jun-24

CON52310 Erect footbridge steel frame PC1 to existing footbridge (P1) 24 16-Apr-24 14-May-24

CON53410 Install steel works at LT1 / ST1 72 23-Apr-24 19-Jul-24

CON53430 Install hand railing at ST1 72 23-Apr-24 19-Jul-24

CON51810 Construct underground drainage pipe 36 30-Apr-24 13-Jun-24

CON52650 ABWF works @ steel frame footbridge A1 to P8 48 30-Apr-24 27-Jun-24

CON53010 E&M works @ steel frame footbridge P8 to P7 48 30-Apr-24 27-Jun-24

CON53050 E&M works @ steel frame footbridge P7 to P6 48 30-Apr-24 27-Jun-24

CON53110 E&M works @ steel frame footbridge P6 to P5 48 30-Apr-24 27-Jun-24

CON53170 E&M works @ steel frame footbridge P5 to LT1 48 30-Apr-24 27-Jun-24

CON53130 E&M works @ steel frame footbridge P1 to connect ex. footbridge 48 30-Apr-24 27-Jun-24

CON52510 Construct above ground drainage pipe 60 30-Apr-24 12-Jul-24

CON53190 E&M works @ escalator pit P3 to LT1 54 16-May-24 19-Jul-24

CON52430 Construct deck slab, planter wall and roofing PC2 to PC1 (P2 to P1) 30 16-May-24 20-Jun-24

CON52910 Install escalators SYB-ES05 & SYB-ES06 (P4 to P7) 48 23-May-24 19-Jul-24

CON52210 Install steel roof P2 to LT1 48 27-May-24 23-Jul-24
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